GENERAL PROVISIONS
SECTION 100 - NAME OF AUTHORITY

100.1 The multi-county agency, condsting of 1dand, Skagit and Whatcom Counties, having been
formed pursuant to the Washington State Clean Air Act RCW 70.94, shal be known and cited asthe
"Northwest Air Pollution Authority”, and hereinafter may be cited as "NWAPA".

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 101 - SHORT TITLE

101.1 This Regulation may be known and cited as the "Regulation of the Northwest Air Pollution
Authority”.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 102 - POLICY

102.1 1t shdl bethe policy of the NWAPA to secure and maintain such levels of air qudity as will
protect human hedlth and safety, prevent injury to plant and animd life and to property, and foster the
comfort and convenience of the inhabitants of this areain order to facilitate their enjoyment of the ared's
natura beauty and thus promote economic and socia well being.

102.2 In order to carry out the requirements of the Washington Clean Air Act and to provide uniform
adminigtration and enforcement, the NWAPA adopts the following policies, procedures, standards,
prohibitions, and ambient ar quality objectives.

The establishment of control procedures, compliance schedules, emisson and ambient air standards,
and prohibitions are the adminigtrative means of achieving thisgod.

102.3 Guiddines. Incarying out its responghilities for air pollution control the Authority is
concerned with the interreationship of land use, activities of people, and industries since each of these
contribute to the overdl air pollution problem. The ongoing program carried out by the Authority
attempts to seek solutions to existing problems and to develop strategies for prevention of problems as
the area of jurisdiction experiences growth and change. To accomplish this beg, it is necessary for the
Authority to enter into the planning stages of domestic and industrid development and to participate
with other agenciesin decisons on location of population and industriad centers consdering the kinds of
ar contaminants these may emit in relation to those from surrounding areas. Coordination with air
pollution authorization and other agencies in contiguous aress is necessary.

In the development of dtrategies, it is necessary to consider three very interrelated areas and
develop appropriate guidelines for:
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a Minimal degradation of air quality.
b. Implementation of land use and zoning.
C. Population density control.

102.4 Minimal Degradation Guidelines. It shdl bethe palicy of the Authority not to dlow the
atmosphere to degrade below the levels set out by gppropriate air quality objectives. These are the
points where the hedth, comfort, and convenience of the individud is assured and the effects of air
pollution are known not to occur. To achieve this objective, it shal be necessary, when growth or
change occurs, to:

102.41 Require the best practical technology for those who locate here or are required to
upgrade their facilities.

102.42 Allow expanson of an area only if the probable emissons of the newcomers, when
added to those from presently exigting facilities, are not likely to cause violations of existing
ambient air standards.
102.5 Land Use Planning and Zoning. Zoning isthe most effective way to regulate land use. The
practice in land use planning to alocate certain districts for particular uses can create a problem.

By locating too many units which emit smilar types of pollutantsin one area, a problem may be created
which would ordinarily not exist or be of minima consequence if the units were more scattered.

Air pallution control authorities have aresponsibility to minimize theimpact of ar contaminants and to
keep the air basns within the authority's jurisdiction below the air quality objectives even under the
most adverse meteorologica conditions. The Authority thus has a planning responsbility in terms of
warning and insuring that incompatible land uses do not occur. It isthe policy of the Authority to work
with other agenciesto assure that:

102.51 Incompatible land uses are discouraged.
102.52 Zonesare intermixed in such away that ar pollution problems may be minimized.
102.53 Zones are not made so large that air pollution problems are created by locating too
may unitswith Smilar emissons. Inindudrid zones, the indudtries should be dissmilar in nature
to minimize the concentration of a single contaminant.
102.6 Population Density Control. Inland use planning the density of useis an important factor to
consider dong with the type of zone degradation. In problem areas, often times the type of zoneis not
a fault but too many units of a given type are dlowed.

It shal be the policy of the Authority, in order to minimize the population dengity problem to
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recommend that:

102.61 Zones should be intermixed in such away that high dendty zones are intermixed with
low density zones so asto reduce air contaminant output.

102.62 Asthe density of zones becomes greater, consideration must be given to redtricting the
number of units a given zone can accommodete.

102.63 Concentrations of population or industries be alowed only up to the point where there
is reason to believe that the air quaity objectivesin agiven air basin are not likely to be
exceeded.

Sate effective: 9/8/93, EPA .effective: 4/24/95

SECTION 103 - DUTIES AND POWERS

103.1 Pursuant to the provisions of the Washington Clean Air Act RCW 70.94 and RCW 43.21A
and 43.21B, the Board may take such reasonable action as may be necessary to prevent air pollution
which may include control or measurement of emissions of air contaminant from a source.

The Board shdl appoint a Control Officer competent in the fied of air pollution control whose sole
responsibility shall be to observe and enforce the provisions of al ordinances, orders, resolution, or
rules and regulations of this Authority pertaining to the control and prevention of air pollution. The
Board shal establish such procedures and take such action as may be required to implement Section
102 in amanner consistent with the State Act and other gpplicable laws.

103.2 The Board shdl require that the Control Officer maintain appropriate records and prepare
periodic reports.

103.3 The Board shdl receive minutes of meetings of the Advisory Council as required. The
decisons of the Advisory Council shdl be forwarded to the Board in writing and shal include
minority opinionsin cases of serious disagreement.

103.4 The Control Officer is empowered by the board to Sign officid complaints and/or issue
violations and/or gpply to any court of competent jurisdiction for necessary orders and with Board
approvd or ratification, commence legd action. Nothing herein contained shal be congtrued to limit the
Control Officer from using any other lega means to enforce the provisions of the Regulations of this
Authority.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 104 - ADOPTION OF STATE and FEDERAL LAWSand RULES
104.1 All provisons of State Law asit now exists or may be hereafter anended, which is pertinent to
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the operation of the Authority is here by adopted by reference and made part of the Regulation of the
Authority as of October 13, 1994. Specificdly, there is adopted by reference the Washington State
Clean Air Act (RCW 70.94), the Administrative Procedures Act (RCW 34.04) and RCW 43.21A and
43.21B and the following state rules: WAC 173-400, WAC 173-401, WAC 173-405, WAC
173-410, WAC 173-415, WAC 173-420, WAC 173-421, WAC 173-422, WAC 173-425, WAC
173-430, WAC 173-433, WAC 173-434, WAC173-435, WAC 173-450, WAC 173-460, WAC
173-470, WAC 173-474, WAC 173-475, WAC 173-480 , WAC 173-481, WAC 173-490, WAC
173-491, WAC 173-492, WAC 173-495, and WAC 173-802.

Sate effective: 11/13/94, EPA effective 12/26/95

SECTION 105 - SEPARABILITY

105.1 If asection of the Regulation of this Authority is declared uncondtitutiona or the application
thereof to any person or circumgatance is held invaid, the condtitutionaity or vaidity of every other
provisons of the Regulation of this Authority shall not be affected thereby.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 106 - PUBLIC RECORDS

106.1 The purpose of this section is to implement the requirements of RCW 42.17.250—-42.17.320
(Public Disclosure Law--Public Records).

106.2 Ddfinitions
106.21 Theterms"agency", "public record", and "writing" shal have the same meaning as
stated in RCW 42.17.020.

106.3 Public records available
106.31 All public records of the Authority are available for public inspection and copying &t its

office located at 302 Pine Street, #207, Mount Vernon, Washington 98273 pursuant to these
rules subject to subsections 106.32, 106.33, and 106.34 of this section.
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106.32 Availability of public recordsis subject to exemptions and requirements of
RCW42.17.310.

106.33 When a public record includes information, the disclosure of which would lead to an
unreasonable invasion of persond privacy, and the Authority becomes aware of thisfact, the
Authority shal ddete such information before making the record available.

106.34 Public records requested may not be readily available for immediate ingpection. If the

requested records are not reedily available, the Authority shal notify the requester when such

records will be available.
106.4 Records Index. The Authority does not maintain an index of just the public records listed in
RCW 42.17.260. The Authority's Board of Directors are of the opinion that the establishment of such
an index would be unduly burdensome and interfere with the Authority's operation because a Sgnificant
and integrd portion of the Authority's records are exempt from public ingpection and copying pursuant
to RCW 42.17.310. The release of such records would be an unreasonable invasion of persond
privacy or the violation of the confidentidity of records and information provisions of the State Clean
Air Act (RCW 70.94.205).

The Authority is in substantive compliance with RCW 42.17.260 by making available for public
ingpection and copying public records listed in RCW 42.17.260 (2) (a), (b), (c), (d), (e), and (f).
These include promulgated regulations of the Authority, find opinions made in adjudicated cases,
minutes and resolutions of the Board of Directors, monthly activity reports, policy memorandums of the
Control Officer, logs of Notice of Violationsissued, upset, breakdown and startup reports, assessment
of pendties, index of registered sources, annud emission inventories and summaries of ambient ar
monitoring data, annud state and federd grant applications, including the annud program plan,
certification to operate, inspection reports for air pollution sources, variance and notice of construction
records with confidentia records and information deleted in accordance with RCW 70.94.205.

The Control Officer or desgnee shdl assist any person to obtain public records requested from the
Authority's record files.

106.5 Request for public records.

106.51 All requests for ingpection or copying made in person at the Authority office shal be
made on aform subgtantidly asfollows:

106.52 REQUEST FOR PUBLIC RECORDS
Date of Request: Time:
Name:
Address:
City, State, Zip:
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Telephone No:
Description of Records Requested:

| certify that lists of names obtained through this request for public records will not be used for politica
or commercia purposes.

Signature:

FOR AUTHORITY USE:

Number of Copies:
Number of Pages:
Per Page Charge: $
Total Charge: $

All requests made in person may be made at the Authority Office between the hours of 9:00 am. to
12:00 Noon and 1:00 p.m. to 4:00 p.m., Monday through Friday, excluding legd holidays.
A request for ingpection or copying of public records may be made by mail in aletter containing the
following information:
(& The name and address of the person making the request and the organization the person
represents.
(b) Thetime of day and cdendar date on which the person wishes to ingpect the publish
records.
(¢) A description of the public records requested.
(d) A statement whether access to copying equipment is desired.
(&) A phone number where the person can be reached in case the Control Officer or designee
needs to contact the person for further description of the materia or any other reason.
(f) A gtatement that the record will not be used for commercia purposes.

All requests by mail must be received by the Authority at least three business days before the
requested data of inspection to alow the Control Officer or designee to make certain the requested
records are available and not exempt and, if necessary, to contact the person requesting ingpection.
The Authority may in its discretion fill requests made by telephone.

106.6 Fees. No fee shdl be charged for the ingpection of public records. For printed, typed and
written materid a maximum sze of 8 1/2" by 14", the Authority shdl charge areasonable fee,
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determined from time to time by the Control Officer, for providing copies of public records and for use
of the Authority's copy equipment, payable a the time copies are furnished. This charge is the amount
necessary to reimburse the Authority for its actual costs incident to such copying. Copies of maps,
photos, reports, and other nonstandard items shal be furnished at the regular price established by the
Authority. When other specia copy work for nonstandard itemsiis requested, the fee charged will
reflect the tota cogt, including the time of Authority personnd.

106.7 Statement of reason for denia of public records request. When the Authority refuses, in
whole or part, awritten request for ingpection of any public record, it shdl include a statement of

the pecific exemption authorizing the refusal and a brief explanation of how the exemption gpplies to
the record withheld.

106.8 Reviews of denias of public records request.

106.81 Any person who objectsto the refusal of awritten request for a public record may
petition for prompt review of such decison by tendering awritten request for review. The
written request shall specificaly refer to the written statement by the Control Officer or
designee which congtituted or accompanied the refusa.

106.82 Immediatdy after receiving awritten request for review of a decison denying a public
record, the Control Officer or desgnee denying the request shdl refer it to the Employer
Committee of the Authority Board of Directors. The committee shall promptly consider the
matter and either affirm or reverse such refusal. The find decison shdl be sent to the objecting
persons.
106.9 Protection of public records. In order to adequately protect the public records of the
Authority, the following guidelines shdl be adhered to by any person inspecting such public records:

106.91 No public records shal be removed from the Authority premises.

106.92 Ingpection of any public record shdl be conducted in the presence of a
designatedA uthority employee.

106.93 No public records may be marked or defaced in any manner during inspection.
106.94 Public records, which are maintained in afile or jacket, or chronologica order, may
not be dismantled except for purposes of copying and then only by the Control Officer or

designee.

106.95 Accessto file cabinets, shelves, vaults, and other storage areasis redtricted to

Authority personnd, unless other arrangements are made with the Control Officer or designee.
State effective: 9/8/93, EPA effective: 4/24/95
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SECTION 110 INVESTIGATION AND STUDIES

110.1 The Contral Officer and/or his qudified agents may make any reasonable investigation or
study which is necessary for the purpose of standards or any amendments thereto on reducing the
amount or kind of contaminant.

110.2 When investigating conditions specific to the control, recovery or release of air contaminants, the
Control Officer or his duty authorized representatives shal have the power to enter a reasonable times
upon any private or public property, except non- multiple unit private dwellings housing two families or
less.

110.3 If an authorized employee of the Authority, during the course of an ingpection desiresto
obtain asample of ar contaminant, he shal notify the owner or lessee of the time and place of
obtaining a sample so the owner or lessee has the opportunity to take aSmilar sample at the same time

and place. A receipt shdl be given to the owner or lessee for the sample obtained.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 111 - INTERFERENCE OR OBSTRUCTION

111.1 No person shdl willfully interfere with or obstruct the Control Officer or any Authority
employee and/or assigned agent in carrying out any lawful duty.

State effective: 9/8/93, EPA effective: 4/24/95

SECTION 112 - FALSE AND MISLEADING ORAL STATEMENT: UNLAWFUL
REPRODUCTION OR ALTERATION OF DOCUMENTS

112.1 No person shdl willfully make afase or mideading ora statement to the Board as to any matter
within the jurisdiction of the Board.

112.2 No person shall reproduce or dter or cause to be reproduced or altered any order, registration
certificate, or other paper issued by the Authority if the purpose of such reproduction or dteration isto

evade or violate any provison or Regulation of this Authority, or any other law.
State effective: 9/8/93, EPA effective: 4/24/95

SECTION 113 - SERVICE OF NOTICE

113.1 Service of any written notice required by the Regulation of this Authority shall be made on the
owner or lessee of equipment, or hisregistered agent, as follows:

113.11 Either by mailing the notice in a prepaid envelope directed to the owner or lessee of the
equipment, or his registered agent, at the address listed on his application or order or
regigtration certificate or at the address where the equipment islocated, by United States
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Certified Mall, return receipt requested; or

113.12 By leaving notice with the owner or lessee of the equipment, or his registered agent, or
if the owner or lessee is not an individua, with a member of the partnership or other group
concerned, or with amanaging officer or the registered agent of the corporation under RCW
23A.08 or RCW23A.32 as now or hereafter amended for domestic and foreign corporations
respectively.
113.2 Service of any written notice required by the Regulations of this Authority shal be made on the
Authority asfollows

113.21 Either by mailing the notice in a prepaid envelope directed to the Authority at its office
by United States Certified Mail, return receipt requested; or

113.22 By leaving the notice at the Authority office with an employee of the Authority.
113.3 Any individud, owner, lessee, managing officer or registered agent of any business,
corporation or government agency coming under the Regulations of this Authority may be required to
submit evidence that said person is authorized to Sign and execute documents on behdf of said

corporation, business or government agency.
State effective: 9/8/95, EPA effective: 4/24/95

SECTION 114 CONFIDENTIAL INFORMATION

114.1 Whenever any records or other information other than ambient air quality data or emission data
furnished to or obtained by the Authority pursuant to any sectionsin the State Act as now or heresfter
amended, relates to processes or production unique to the owner or operator, or are likely to affect
adversdly the comptitive position such owner or operator of such processes or production may so
certify and request that such records or information be made available only for the confidential use of
the Board, the Advisory Council, and Authority staff.

The Board shdl give consderation to the request and if such action would not be detrimenta to the
public interest and is otherwise within accord with the policies and purposes of the Regulation of this
Authority and with State Laws, may grant the same. Nothing herein shal be congtrued to prevent the
use of records or information by the Board, the Advisory Council, or staff in compiling or publishing
andyses or summaries reating to the generd condition of the outdoor atmosphere; PROVIDED, that
such andyses or summaries do not reved any information otherwise confidential under the provision of
this Section. No member of the Board, Advisory Council, or gaff of the Authority shall have accessto
any confidentid information in which they may, in the opinion of the Board, have a conflict of interest;
PROVIDED FURTHER, that emission data furnished to or obtained by the Board shall be correlated
with gpplicable emisson limitations and other control measures and shal be available for public
ingpection during norma business hours & the office of the Authority.

Sate effective; 9/8/93, EPA effective: 4/24/95
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SECTION 120 - HEARINGS

120.1 The Board shdl retain authority to hold hearings, issue subpoenas for witnesses and evidence,
and take testimony under oath and do dl things not prohibited by or in a conflict with Sate law, in any
hearing held under the Regulations of this Authority.

120.11 The Board shal admit and give probative effect to evidence which possesses probative
vaue commonly accepted by reasonable prudent persons in the conduct of ther affairs. The
Board shdl give effect to the rules of privilege recognized by law. The Board shdl exclude
incompetent, irrdevant, immateriad and unduly repetitious evidence.

120.12 All evidence, including but not limited to records, and documents in the possession of
the Board of which it desired to avail itsdlf, shall be offered and made a part of the record in the
case, and no other factua information or evidence shall be considered in the determination of
the case. Documentary evidence may be received in the form of copies or excerpts, or by
incorporation by reference.

120.13 Every party shal have the right to cross-examination of witnesses who testify, and shdll
have the right to submit rebuttal evidence.

120.14 The Board may take notice of judicialy cognizable facts and in addition may teke
notice of generd, technica, or scientific facts within their specidized knowledge. Parties shdl be
notified elther before or during hearing, or by reference in preliminary reports or otherwise, of
the material so noticed, and they shdl be afforded an opportunity to contest the facts so
noticed. The Board may utilize their experience, technica competence, and the speciaized
knowledge in the eva uation of the evidence presented to them.

120.2 Any hearings held under this section, under the Washington Clean Air Act (RCW 70.94) or

RCW 43.21A and 43.21B shdl be pursuant to the provisons of RCW 34.04.100 as how or hereafter

amended.
Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 121 - ORDERS

121.1 If the Board or Control Officer has reason to bdieve that any provison of this Regulation has
been violated, the Board or Control Officer, may, in addition to any other remedy of law, issue an
order, or orders, that the necessary corrective action be taken within a reasonable time. Such order or
orders may advise methods for the prevention, abatement or control of

the emission involved for taking of such other corrective actions as may be appropriate. Any order or
ordersissued as apart of anotice or independently may prescribe the date or dates by which the
violation or violations shal cease and may prescribe time schedules for necessary action in preventing,
abating or controlling the emissions, and shal be reported to the Board &t its next regular mesting.

121.2 Inlieuof an order the Board may hold a hearing to determineif aviolation has occurred or is
occurring and is afinding is made that a violation has occurred may issue an order under Section 121.1
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of this Regulation.

121.3 Inlieu of an order the Board or Control Officer may require that the alleged violator or
violators appear before the Hearings board pursuant to State Law.

121.4 Any ordersissued by the Board or Control Officer are subject to appeal under Section 122 of
this Regulation.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 122 - APPEALSFROM ORDERSOR VIOLATIONS

122.1 Any order or notice of violation issued by the Board or Control Officer shal become fina
unless, no later than thirty (30) days after the date that notice and order are served, the person
aggrieved by the order or notice of violation appeds to the Hearings Board as provided by State Law.

122.2 Any order issued by the Board after a hearing shal become find unless no later than thirty (30)
days after the issuance of such order, a petition requesting judicid review isfiled in accordance with the
provisons Chapter 34.04 RCW as now or hereafter amended. When such a petition isfiled, the
Superior Court shdl initiate a hearing pursuant to RCW 34.04.130 within

ninety (90) days after the receipt of the petition requesting judicid review. Every gpped from adecison
of the Superior Court shal be heard by the appropriate appellate court as soon as possible. Such
apped shal be conddered a case involving issues of broad public import requiring prompt and ultimate

determination.
Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 123 - STATUS OF ORDERS ON APPEAL

123.1 An order of the Board or Control Officer issued under the Authority of Section 121 may be
gppeded. Such gpped mugt be filed with the Pollution Control Hearings Board and served on the
Authority within 30 days after mailing of the order. Thisis the exclusive means of apped of such an
order.

123.2 The order shdl remain in effect during the pendency of such apped unlessthe Board or Control
Officer, at their discretion, issue an Order staying the effectiveness of the origind order.

123.3 The appdlant may aso apply to the Hearings Board at any time for a stay of such order.
123.4 Such natice of apped must contain the following informeation:

(& The appdlant's name and address.

(b) The date and docket number of the order, permit or license that is subject to the appedl.

(c) Description of the substance of the order, permit or license that is the subject of the apped.
(d) A clear, separate and concise statement of each error aleged to have been committed.
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(e) A clear, separate and concise statement of facts upon which the appelant reliesto sustain

the statements of error.

(f) A dtatement setting forth the relief sought.
123.5 The Board or Control Officer may request attorney for the Authority to bring action in Superior
Court, and attorney, upon request, shdl bring an action in Superior Court of the county where the
violation has occurred, or the violation may occur, to obtain any such relief asis necessary to insure
compliance with said order, including injunctive relief. No bond shdl be required from the Authority as

acondition of granting any restraining order or temporary injunction.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 124 - DISPLAY OF ORDERS, CERTIFICATESAND OTHER NOTICES:
REMOVAL OR MUTILATION PROHIBITED

124.1 Any order, regigtration certificate or other certificate required to be obtained by the
Regulations of this Authority shall be available on the premises designated on the order or certificate.

124.2 Inthe event that the Authority requires a notice to be displayed; it shall be posted. No person
shall mutilate, obstruct or remove any notice unless authorized to do so by the Board or the Control
Officer.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 130- CITATIONS-NOTICES

130.1 Whenever the Board or the Control Officer or his duly authorized agent has reason to believe
that any provison relating to the control or prevention of air pollution has been violated, the Board or
Control Officer or his duly authorized agent may cause written notice of this record to be served upon
the dleged violator or violators. The notice shall specify the Regulation dleged to be violated, and the

facts dleged to condtitute a violation thereof.
State effective: 9/8/93, EPA effective: 4/24/95

SECTION 131 - VIOLATION - NOTICES

131.1 If the Board or Control Officer has reason to believe that a violation of this Regulation has
occurred or is occurring, the Board or Control Officer may, with or without notice as pecified in
Section 130, cause written notice of violation to be served upon the aleged violator and the facts
dleged to condtitute a violation thereof. Written notice shal be served at least thirty days prior to the
commencement of any formal enforcement action under RCW 70.94.430 and 70.94.431.

131.2 TheBoard or Control Officer upon issuance of notice of violation may do any or dl of the
fallowing:

131.21 Requirethat the aleged violator respond in writing or in person within ten (10) business
days of the notice and specify the corrective Action being taken.

131.22 |Issue an order pursuant to Section 121 of this Regulation.
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131.23 Initiate action pursuant to Sections 132, 133, 134 and 135 of this Regulation.
131.24 Hold a hearing pursuant to Section 120 of this Regulation.

131.25 Requirethe aleged violator or violators appear before the Board.

131.26 Avail itsdf of any other remedy provided by law.

131.3 Failureto respond as required in Section 131.21 shal congtitute a prima face violation of this
Regulation and the Board or Control Officer may initiate action pursuant to Section 132, 133, 134, 135
of this Regulation.

131.4 Any suspended civil penaty, issued under Section 133 of this Regulation, which isissued as
part of aviolation shdl be gpplicable in future pendties againg the same person for not more than two
years from the date of the same suspension. After two years the suspended portion of the Pendty shall

be consdered void and of no force or effect, gpped s notwithstanding.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 132 - CRIMINAL PENALTY

132.1 Any person who knowingly violates any of the provisions of chapter 70.94 RCW or 70.120
RCW, or any ordinance, resolution, or regulation in force pursuant thereto, including the Regulation of
the NWAPA, shdl be guilty of acrime and upon conviction thereof shall be punished by afine of not
more than ten thousand dollars (10,000) per day per violation, or by imprisonment in the county jail for
not more than one year, or by both.

132.2 Any person who negligently releases into the ambient ar any substance listed by the department
of ecology as a hazardous air pollutant, other than in compliance with the terms of an applicable permit
or emission limit, and who at the time negligently places another person in imminent danger of death or
substantia bodily harm shall be guilty of a crime and shal, upon conviction thereof shdl be punished by
amaximum fine of not less than ten thousand dollars ($10,000) per day per violation, or by
imprisonment for not more than one year, or both.

132.3 Any person who knowingly releases into the ambient air any substance listed by the department
of ecology as ahazardous air pollutant, other than in compliance with the terms of an gpplicable permit
or emission limit, and who knows &t the time that he or she thereby places another person in imminent
danger of death or subgtantid bodily harm, shdl be guilty of a crime and shall, upon conviction thereof
shdl be punished by amaximum fine of not less than fifty thousand dollars, or by imprisonment for not
more than one year, or both.

132.4 Any person who knowingly failsto disclose a potentid conflict of interest under RCW

70.94.100 shal be guilty of agross misdemeanor, and upon conviction thereof shall be punished by a
maximum fine or not less than five thousand dollars.
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132.5 Any person who knowingly renders inaccurate any required monitoring device or method as
required by 40 CFR 70.11(a)(3)(iii) shal be guilty of acrime and upon conviction thereof shdl be
punished by afine of not less than ten thousand dollars ($10,000) per day per violation.

132.6 Any person who knowingly makes any fase materia statement, representation, or certification
in any form, in any notice or report required by a permit, as required by 40 CFR 70.11(a)(3)(iii) shall
be guilty of acrime and upon conviction thereof shdl be punished by a maximum fine of not less than
ten thousand dollars ($10,000).

Sate effective;  11/13/94, EPA effective:  12/26/95
SECTION 133- CIVIL PENALTY

133.1 Inaddition to or as an dternate to any other pendty provided by law, any person who violates
any of the provisions of Chapter 70.94 RCW, chapter 70.120 RCW, any of the rulesin force under
such chapters, including the Regulation of the Northwest Air Pollution Authority shdl be ligble for acivil
pendlty in an amount of not more than eleven thousand dollars ($11,000) per day per violation. Each
violation shdl be a separate and distinct offense, and in the case of a continuing violation, each day's
continuance shdl be a separate and ditinct violation. Any person who fails to take action as specified
by an order shall beliable for acivil pendty of not more than éeven thousand dollars ($11,000) for
each day of continued noncompliance.

133.2 Each act of commission or omisson which procures, aids or abetsin the violaion shal be
consdered aviolation under the provisons of this section and subject to the same pendty. The pendty shdl
become due and payable when the person incurring the same receives a notice in writing from the Control
Officer of the Authority describing the violation with reasonable particularity and advising such person that
the pendty is due unless arequest is made for a hearing to the Hearings Board. Within fifteen days after the
natice is received, the person incurring the pendty may apply in writing to the Control Officer for the
remisson or mitigation of the pendty. Upon receipt of the gpplication the Control Officer shdl remit or
mitigate the penalty only upon ademongtration of extraordinary circumstance such as the presence of
information or factors not considered in setting the origind pendty. If the amount of such pendty isnot pad
to the Authority within thirty (30) days after receipt of notice imposing the same and request for a hearing
has not been made, the attorney for the Authority, upon the request of the Control Officer, shall bring an
action to recover such pendty in the Superior Court of Skagit County or of the County in which the violation
occurred. All penalties recovered under this section by the Board shall be paid unto the treasury of the
Authority and credited to its funds.

To secure the pendty incurred under this Section, the Authority shdl have alien on any vessel used or
operated in violation of this act which shall be enforced as provided in RCW 60.36.050.

133.3 Pendtiesincurred but not paid shal accrue interest, beginning on the ninety-first day following
the date that the penalty becomes due and payable, at the highest rate alowed by RCW 19.52.020 on
the date that the pendty becomes due and payable. If violations or pendties are gppealed, interest shall
not begin to accrue until the thirty-first day following fina resolution of the apped.
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The maximum pendty amounts established in this section may be increased annualy to account for
inflation as determined by the state office of the economic and revenue forecast council.

In addition to other pendties provided, persons knowingly under reporting emissions or other
information used to set fees, or persons required to pay emission or permit fees who are more than
ninety days late with such payments, may be subject to a pendty equd to three times the amount of the

origina fee owed.
Sate effective;  11/13/94, EPA effective:  12/26/95

SECTION 134 - RESTRAINING ORDERS-INJUNCTIONS

134.1 Notwithstanding the existence or use of any other remedy, whenever any person has engaged
in, or is about to engage in, any acts or practices which condtitute or will condtitute a violation of any
provisons of the Regulations of this Authority, or any rule, regulation or order issued by the Board or
the Control Officer or his authorized agent, the Board, after notice to such person and an opportunity to
comply, any petition the Superior Court of the County wherein the violation is dleged to be occurring

or to have occurred, for arestraining order or atemporary or permanent injunction or another

appropriate order.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 135- ADDITIONAL ENFORCEMENT - COMPLIANCE SCHEDULES

135.1 Asan additiond means of enforcing the Regulations of this Authority the Board or Control
Officer may accept an assurance of discontinuance of any act or practice deemed in violation of these
Regulations from any person engaging in, or who has engaged in, such an act or practice. Any such
assurance shdl specify atime limit during which such discontinuance is to be accomplished. Falure to
perform the terms of any such assurance shdl condtitute prima facie proof of aviolation of these
Regulations or an order and/or violation issued pursuant thereto which make the practice unlawful for
the purpose of securing any injunction or other relief from the Superior Court as provided in Section
134.

135.2 Any assurance of discontinuance or other compliance schedule shal specify, if gppropriate, the
amount of time reguired within the overdl time limit to accomplish each of the following:

135.21 When plansfor compliance will be filed with the Authority.
135.22 When anotice of congruction will be filed with the Authority.

135.23 When the necessary equipment will be ordered and verification that an order has been
placed and when ddivery of the equipment is expected.

135.24 When the eguipment will beingaled,

135.25 When the equipment will be tested for compliance with the Regulations.
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Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 140 - REPORTING BY GOVERNMENT AGENCIES

140.1 State and Federd agencies, within the jurisdiction of the Authority, which are required by State
and Federd law to abide by the Regulations of this Authority shdl notify this Authority, prior to
condruction of any facility which has the potentia to creete air pollution, the name and location of the
agency involved, the nature of the congruction and the type and quantity of equipment involved and the
type and quantity of pollutants involved.

140.2 All governmenta agencies which lie wholly or partialy within the jurisdiction of this Authority,
including but not limited to city and county planning agencies which recommend or adopt land-use and
zoning regulations including the issuance of variances such as conditiond or specid use permitsfor the
congruction of any facilities which they have reason to believe may emit air pollutants; shdl notify this
Authority of any such action or construction prior to recommending or adopting of such regulations or

the issuance of any such permits.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 145- MOTOR VEHICLE OWNER RESPONSIBILITY

145.1 Whenever an act or omission is declared unlawful under this Regulation, with respect to the
operation of alicensed motor vehicle, operating off the public roadways, if the operator of the vehicleis
not the owner of such vehicle but is so operating or moving the same with the express consent or
implied permission of the owner, then the operator and or owner shal both be subject to the provisions
of this Regulation with the primary responghbility to be that of the owner.

145.2 Whenever an act or omission is declared unlawful with respect to the operation of a
non-highway mobile source if the operator of the vehicle is not the owner of such vehicle but is
operating or moving the same with the express consent or implied permission of the owner, then the
operator and/or owner shal both be subject to the provisons of this Regulation with the

primary responsibility to be thet of the owner.

Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 145- MOTOR VEHICLE OWNER RESPONSIBILITY

145.1 Whenever an act or omission is declared unlawful under this Regulation, with respect to the
operation of alicensed motor vehicle, operating off the public roadways, if the operator of the vehicleis
not the owner of such vehicle but is so operating or moving the same with the express consent or
implied permission of the owner, then the operator and or owner shal both be subject to the provisons
of this Regulation with the primary responsbility to be that of the owner.

145.2 Whenever an act or omission is declared unlawful with respect to the operation of a
non-highway mobile source if the operator of the vehicleis not the owner of such vehiclebut is
operating or moving the same with the express consent or implied permission of the owner, then the
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operator and/or owner shal both be subject to the provisons of this Regulation with the
primary responsbility to be that of the owner.

Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 150 - POLLUTANT DISCLOSURE - REPORTING BY AIR CONTAMINANT
SOURCES

150.1 Every person operating a Class A registered air contaminant source or a source subject to the
operating permit program shal file annudly a atime determined by the Authority and on forms
furnished by the Authority areport setting forth:

150.11 The nature of the enterprise.

150.12 A lig of process materids which are potentidly significant sources of emissonsusad in,
and incidenta to, its manufacturing processes, including by-products and waste products.

150.13 The edimated annud tota production of wastes discharged into the air in units and
contaminants designated by the Authority. Annual emission reports shal be submitted to the
NWAPA within120 days after the end of the previous cdendar year. If the emission report is
not submitted by the required date and the emissions are used to determine operating permit
fees as described in Section 324.126 then potentia to emit will be used to determine said fees.

150.2 Every person operating aregistered source other than Class A may be required by the Control
Officer to submit periodic reports asin 150.1 if there is a Sgnificant change or increase in pollutant
emissons

150.3 Notwithstanding any exemptions under these Regulations or State or Federa laws, any source
or sources which directly or indirectly contributes air contaminants to within the jurisdictiona area of the
Authority may be required to report annualy to the Control Officer, at atime sdected by the Control
Officer, and on forms provided by the Control Officer, such emisson production or sales data and
quantities as may be required to estimate the emissons from the various air contaminant sources. Data
will be held confidentia under Section 114 if so stipulated by the owner or manager and meetsthe
requirements of same. Such sources include, but are not limited to, dedlersin gaseous liquid or solid
fossl fudsfor public consumption in motor vehicles or for space heating purposes.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 180 - SAMPLING AND ANALYTICAL METHODS - REFERENCES
180.1 Sampling and andytical methods used shdl be current gpplicable Environmenta Protection

Agency and/or Department of Ecology Reference Methods or an equivaent method and/or a method
specificaly gpproved by the Control Officer.

Sate effective:  9/8/93; EPA effective: 4/24/95

DEFINITIONS
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SECTION 200 - DEFINITIONS

AGRICULTURAL OPERATION - The growth of crops, the raising of fowl, animasor beesasa
ganful occupation.

AIR CONTAMINANT - Means dugt, fumes, mist, smoke, other particulate matter, vapor gas,
odorous substance, or any combination thereof.

AIR CONTAMINANT SOURCE - Isapoaint or points from which one or more air contaminants
originate.

AIR POLLUTION - Ispresent in the outdoor atmosphere of one or more air contaminantsin
aufficient quantities and of such characterigtics and duration asis, or islikely to be, injurious to human
hedth, plant, or animd life, or property, or which unreasonably interfere with enjoyment of life and

property.

AIR QUALITY OBJECTIVE -The concentration and exposure time of one or more air
contaminants in the ambient air below which, according to available knowledge, undesirable effects will
not occur.

AIR QUALITY STANDARD -An established concentration, exposure time and frequency of
occurrence of one or more air contaminants in the ambient air which shal not be exceeded.

ALTERATION - Any addition to or enlargement or replacement of; or any mgjor modification or fuel
change or change of design, capacity, process or arrangement, or any increase in the connected loading
of, equipment or control facility which may, in the opinion of the Control Officer, increase or adversely
affect the kind or amount of air contaminant emitted or which results in the emission of any air pollutant
not previoudy emitted for which ambient or emission sandards are in effect.

AMBIENT AIR - The surrounding outsde air.

AMBIENT AIR MONITORING STATION - A dation so designated by the Control Officer for
the purpose of measuring air contaminant concentrations in the ambient air. The station location and
sampling probe locations shdl be designated by the Control Officer utilizing as a guide CFR Title 40,
Part 58, Appendix "D" Network Design and Appendix "E" Probe Siting Criteria

AUTHORITY - Northwest Air Pollution Authority (NWAPA).

BEST AVAILABLE CONTROL TECHNOLOGY (BACT) - An emission limitation based on the
maximum degree of reduction for each air pollutant subject to regulation under Chapter 70.94 RCW
emitted from or which results from any new or modified stationary source, which the permitting
authority, on a case-by-base basis, taking into account energy, environmenta, and economic impacts
and other cods, determines is achievable for such source or modification through application of
production processes and available methods, systems, and techniques, including fud cleaning, clean
fuds, or trestment or innovative fud combustion techniques for control for each such pollutant. 1nno
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event shal gpplication of the “best available control technology” result in emissons of any pollutants
which will exceed the emissions alowed by any applicable standard under 40 CFR Part 60 and Part
61, asthey exist on October 13, 1994, or their later enactments as adopted by reference by the
Control Officer by rule. Emissonsfrom any source utilizing clean fudls, or any other means, to comply
with this paragraph shal not be alowed to increase above levels that would have been required under
the definition of BACT in the Federd Clean Air Act asit existed prior to enactment of the Clean Air
Act Amendments of 1990.

BEST AVAILABLE RETROFIT TECHNOLOGY (BART) - An emisson limitation based on the
degree of reduction achievable through the application of the best system of continuous emisson
reduction for each pollutant which is emitted by an existing Sationary facility. The emission limitation
must be established, on a case-by-case bas's, taking into consderation the technology available, the
costs of compliance, the energy and nonair qudity environmenta impacts of compliance, any pollution
control equipment in use or in existence a the source, the remaining useful life of the source, and the
degree of improvement in vighbility which may reasonably be anticipated to result from the use of such
technology.

BOARD - Board of Directors of the NWAPA.

BUSINESS ESTABLISHMENT - A facility and/or place where commercid and/or professond
dedlings are conducted.

CATALYTIC CRACKING UNIT - A petroleum refinery cracking unit of the fluid or compact
moving bed type conssting of areactor, regenerator and fractionating tower and, where employed, a
carbon monoxide boiler.

COMBUSTION EQUIPMENT - Any device which includes a chamber where combustion takes
place and for which aflue, vent, or chimney is required for the venting of the products of combustion
from aboiler, furnace, incinerator, sove, heater, industria furnace, etc.

COMPLAINANT - Any person who files a complaint.

CONCEALMENT - Any action taken to reduce the observed or measured concentrations of a
pollutant in a gaseous effluent while, in fact, not reducing the total amount of pollutant discharged.

CONTROL FACILITY - Includes any treatment works, control devices and disposa systems,
machinery equipment, structures, property or any part of accessories thereof, installed or acquired for
the primary purpose of reducing, controlling, or disposing of industria waste which, if released to the
outdoor atmosphere, could cause air pollution.

CONTROL OFFICER - Air Pollution Control Officer of the NWAPA.

DAYLIGHT HOURS - The hours between officid sunrise and official sunset.

ECOL OGY - Washington State Department of Ecology (WDOE).
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EMISSION - Theact of rdleasing into the aimosphere an air contaminant or a gas stream which
contains or may contain an ar contaminant, or the materia released into the aamosphere.

EMISSION POINT - Thelocation (place in horizonta plane and vertica devation) from which an
emission enters the aimosphere.

EMISSION STANDARD - Limitation on the rdlease of one or more contaminants to the ambient air.

EQUIPMENT - Any stationary or portable device or any part thereof cgpable of causing the emisson
of any contaminant into the atmosphere or ambient air.

EXCESSEMISSIONS - Emissons of an air pollutant in excess of any applicable emisson sandard.

EXISTING STATIONARY FACILITY - A dationary source of air pollutants which hasthe
potentia to emit two hundred fifty tons per year or more of any air pollutant. In determining potentia to
emit, fugitive emissons, to the extent quantifiable, must be counted. For purposes of determining
whether a gationary source is an exigting sationary facility the term "building, Structure, facility, or
inddlation” meansdl of the pollutant-emitting activities which belong to the same indudtriad grouping,
are located on one or more contiguous or adjacent properties, and are under the control of the same
person (or persons under common control). Pollutant-emitting activities shall be considered as part of
the same magjor group (i.e., which have the same two digit code) as described in the Sandard
Industrial Classification Manual, 1972, as amended by the 1977 Supplement.

FEDERAL CLEAN AIR ACT (FCAA) - The Federa Clean Air Act, dso known as Public Law
88- 206, 77 Stat. 392, December 17, 1963, 42 U.S.C. 7401 et seq., as last amended by the Clean
Air Act Amendments of 1990, P.L. 101-549, November 15, 1990.

FIELD GRASSES - Canary grass, bromegrass, oatgrass, timothy, ryegrass, wheatgrass, and orchard
grass planted for seed production.

FIRE CHIEF - A gate, county, or city fire marshd, city fire chief, chief of each County Fire
Protection Digtrict or authorized forestry officids from the Washington State Department of Natural
Resources.

FUEL BURNING EQUIPMENT - Any equipment, device, or contrivance, used for the burning of
any fud, and al appurtenances thereto, including ducts, breachings, control equipment, fud feeding
equipment, ash remova equipment, combustion controls, stacks, chimneys, etc.

FUGITIVE DUST - A particulate emisson made airborne by forces of wind, man's activity, or both.
Unpaved roads, congiruction Stes, and tilled land are examples of areas that originate fugitive dugt.
Fugitive dugt is atype of fugitive emisson.

FUGITIVE EMISSIONS - Emissons which do not pass and which could not reasonably pass
through a stack, chimney, vent, or other functionaly equivaent opening.
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HEARINGS BOARD - The gtate Pollution Control Hearings Board or equivaent local hearings
board has set forth in RCW 43.21B.

HOG FUEL BOILER - A bailer that utilizes wood, commonly caled "hog fuel”, as one source of fud.

INCINERATORS - A furnace or facility for the destruction of waste by burning.

INPUT HEAT CAPACITY - Isthe maximum actud or design heat capacity, whichever is grester,
gated in BTU/hr. generated by source.

INSTALLATION - The placement, assemblage, or congtruction of equipment or control facility at the
premises where the equipment or control facility will be used, and includes al preparatory work
at such premises.

LAND CLEARING BURNING - Meansthe burning of outdoor fires over ten (10) feet in diameter
consgting of residue of anatural character such as trees, sumps, shrubbery or other natura vegetation
in preparation of aland improvement or congtruction project as distinguished from aforest harvest
operation.

LAND CLEARING OPERATION - Theremova of trees, brush, grass and buildings for disposa
on the sitein preparation of aland improvement or congiruction project as distinguished from a forest
harvest operation.

MASKING - The mixing of achemicaly nonreactive control agent with a ma odorous gaseous effluent
to change the perceived odor.

MERCURY - The dement mercury, excluding any associated eements and includes mercury in
particulates, vapors, aerosols, and compounds.

MERCURY ORE - A minerd mined specificdly for its mercury content.

MERCURY CHLOR-ALKALI CELL - A devicewhichisbascaly composed of an eectrolyzer
section and a denuder (decomposer) section and utilizes mercury to produce chlorine gas, hydrogen
gas, and dkai metd hydroxide.

MODIFICATION - Any physical changein, or change in the method of operation of, a stationary
source that increases the amount of any air contaminant emitted by such source or that resultsin the
emissons of any ar contaminant not previoudy emitted. The term modification shal be construed
consstent with the definitions of modification in Section 7411, Title 42, United States Code, and with
rulesimplementing that section.

MULTIPLE CHAMBER INCINERATOR - Any incinerator consisting of two or more
combustion chambersin series, employing adequate design parameters necessary for maximum
combustion of the materid to be burned.
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NEW CONSTRUCTION - It shall be deemed new construction and new source standards shall
apply when: (1) equipment and facilities are made and/or used for the first time at a specific location or
gte, or (2) exigting equipment or facilities are modified or dtered and the cost thereof is: (a) equd to
50% or greater of replacement cost or (b) less than 50% of replacement cost but may result in an
increase in the total ar contaminant emissions compared to the origina or present emissons.

NEW SOURCE - (8) The congtruction or modification of a stationary source that increases the
amount of any air contaminant emitted by such source or that results in the emission of any air
contaminant not previoudy emitted; and (b) Any other project that congtitutes a new source under the
Federd Clean Air Act.

NO BURN DAY - A day designated by the Control Officer, or other duly authorized person, on
which, due to amospheric, or other meteorologica conditions, al outdoor fires are prohibited.

NON HIGHWAY MOBILE SOURCE - A source which is neither used on nor does ordinarily
travel on the public roadways and is powered by an internal combustion or other type engine. These
sources include, but are not limited to, farm tractors, bulldozers, earthmovers, ships, boats, railroad
locomoetives and non-commercid arcraft.

NOTICE OF CONSTRUCTION APPLICATION - A written gpplication to permit construction of
anew source, modification of an existing Sationary source or replacement or substantia dteration of
control technology at an existing Stationary source.

ODOR - That property or a substance which alows its detections by the sense of smell and/or taste.

OPACITY - Opeacity means the degree to which an emisson reduces the transmission of light and
obscures the view of any object in the background.

ORDER OF APPROVAL OR APPROVAL ORDER - A regulatory order issued by the authority
to gpprove the notice of congtruction application for a proposed new source or modification , or the
replacement or subgtantia dteration of control technology at an exigting stationary source.

OUTDOOR FIRE - A firewhere any material is burned in the open, in receptable other than a
furnace, incinerator, or other equipment connected to a stack or chimney.

OWNER OR AGENT - Includes the person who leases, supervises or operates the equipment or
control facility.

PARTICLE - A sandl discrete mass of solid or liquid matter.

PARTICULATE MATTER - Smdl discrete masses of liquid or solid, exclusive of uncombined
water.

PATHOL OGICAL WASTE - Human and anima remains congsting of carcasses, organs and solid
organic wastes, consisting of up to 85% moisture, 5% incombustible solids.
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PERSON - Means and includes an individud, firm, public or private corporation, association,
partnership, politicad subdivison, municipdity, or government agency.

PETROLEUM LIQUIDS - Petroleum condensate, and any finished intermediate product
manufactured in a petroleum refinery but does not mean Number 2 through Number 6 fud oils as
specified in A.S.T.M. D396-69, gas turbine fud oils Numbers 2-GT through 4-GT as specified in
A.S.T.M. D2880-71, or diesdl fuel oils Number 2-D and 4-D as specified in A.S.T.M. D975-68.

PLANT SOURCE - Any process or group of processes operated by an person at a single geographic
location, regardless of the number of emission points, will condtitute an emisson asif they were from a
sngle source.

PORTABLE EQUIPMENT - Equipment designated to be transported from place to place for
temporary operation.

PORTLAND CEMENT PLANT - Any facility manufacturing Portland cement by ether the wet or
dry process.

PM -10 - Particulate matter with an aerodynamic diameter less than or equa to anomind 10
micrometers as measured by a reference method based on 40 CFR Part 50 Appendix Jand designated
in accordance with 40 CFR Part 53 or by an equivaent method designated in accordance with 40
CFR Part 53.

PROCESS - A physcd and/or chemical modification or trestment of amateria from its previous Sate
or condition.

REASONABLY AVAILABLE CONTROL TECHNOLOGY (RACT) - Thelowest emission limit
that a particular source or source category is capable of meeting by the gpplication of control
technology that is reasonably available consdering technologica and economic feesibility. RACT is
determined on a case-by-case basis for an individua source or source category taking into account the
impact of the source upon ar qudity, the availability of additiona controls, the emisson reduction to be
achieved by additiond controls, the impact of additiond controls on air quality, and the capitd and
operating costs of the additiond controls. RACT requirements for any source or source category shall
be adopted only after notice and opportunity for comment are afforded.

REFUSE - Putrescrible and non-putrescible solid waste including garbage, rubbish, ashes, dead
animals, abandoned automobiles, solid market wastes, sireet cleanings and industrial wastes including
waste disposd in indudtrid salvage.

REFUSE BURNING EQUIPMENT - Equipment designed to burn (refuse) waste materia, scrap or
combustion remains.

REGISTRATION - Regigration shdl mean the prmeess of identifying, delinegting and itemizing dl air
contaminant sources within the jurisdiction of the Authority including the making of periodic reports, as
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required, by the persons operating or responsible for such sources and may contain information
concerning location, size, height of contaminant outlets, processes employed, nature of the contaminant
emissions and such other information asis relevant to air pollution and available or reasonably capable
of being assembled.

RESIDENTIAL BURNING - Means smdl outdoor fires, a aone or two family resdence,
conggting of leaves, dippings, pruning and other yard and gardening refuse originating on lands
immediately adjacent and in close proximity to a human dwelling resulting from activities connected with
said dwelling and burned on such lands by the property owner or his designee.

SMALL OUTDOOR FIRE - Meansafirein apile no more than four (4) feet in diameter and three (3)
feet in haght.

SM OKE - Gas borne particulate matter in a sufficient amount to be observable.

SOURCE - All of the emissons unit(s) including quantifiable fugitive emissons, that are located on one or
more contiguous or adjacent properties, and are under the control of the same person or persons under
common control, whose activities are ancillary to the production of a single product or functiondly related
groups of products. Activities shdl be consdered ancillary to the production of a single product or
functiondly related group of productsif they belong to the same mgor group (i.e., which have the same two
digit code) as described in the Standard Industria Classification Manud, 1972, as amended by the 1977
Supplement.

STACK - Duct, chimney, flue, conduit, or opening arranged for the emission into the outdoor atmosphere of
ar contaminants.

STANDARD CONDITIONS - Standard Conditions (A) is atemperature of 60 degrees F and a pressure
of 29.92 inches of mercury. Standard Conditions (B) is atemperature of O degrees C and 760 mm of
mercury. Standard Conditions (C) is atemperature of 25 degrees C and 760 mm of mercury.

STANDARD CUBIC FOOT OF GAS - That amount of gas which would occupy a cube having
dimensions of one foot on each side, if the gas were free of water vapor a a pressure of 14.7 psaand a
temperature of 60 degrees F.

STATE ACT - Washington Clean Air Act (RCW 70.94) and RCW 43.21A and 43.21B.

STRAW - All vegetative materid of agriculturd origin other than seed removed by swathing, combining or
cutting.

TON - Short ton or 2000 pounds.

TOTAL SUSPENDED PARTICULATE - Particulate matter as measured by the method described in 40
CFR Part 50 Appendix B asin effect on July 1, 1988.

TRUE VAPOR PRESSURE - The equilibrium pressure exerted by a hydrocarbon at storage conditions.
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TURFE GRASSES - All blue grasses, fescues, and bentgrass planted for seed production.

UNAVOIDABLE ACCIDENT - A casualty or breakdown of process or control equipment which cannot
be foreseen, with the possibility of it occurring being o remote that no specia steps were or could be taken
to prevent it.

U.S. ENVIRONMENTAL PROTECTION AGENCY - Shdl be known as EPA in this Regulation.

WOOD WASTE BURNER - A sheet metd or other type of enclosure to form atruncated cone or a
single chamber cylindrically shaped incinerator line or constructed of suitable refractory materia which
employs controlled fud feed, tangentid over fire and under fire ar supply system, and is designed and used
for the disposal of wood and bark wastes by incineration.

Sate effective: 11/13/94, EPA effective:  12/26/95

CONTROL PROCEDURES
SECTION 300 -NOTICE OF CONSTRUCTION WHEN REQUIRED

300.1 No person shdl congtruct, ingtdl, establish, modify or ater an air contaminant source, except those
sources excluded in Section 322 of the Regulation, without firgt filing with the Authority a“Notice of
Congtruction and Application for Approva,” on forms prepared and furnished by the Authority, obtaining
written approva of the Board prior to the said congtruction, ingtalation, modification, or establishment, and
paying the appropriate fees as provided in Section 324.2. The Authority may only grant gpprova of the
“Notice of Congruction and Application for Approval” if the requirements of Sections 301 and 302 have
been met.

300.2 A “Noatice of Congtruction and Application for Approva” shall not be required to commence an
dteration of equipment or control facility in the event of breskdown or if delaying the dteration may
endanger life or have other serious consequences. The authority shdl be notified in writing of the dteration
on thefirst working day after the ateration is commenced and a*“Notice of Congtruction and Application for
Approvd” shdl be filed within fourteen (14) days after the ateration is commenced.

300.3 A separate Notice and Application shal be submitted for each unit of equipment or control facility,
unlessidentica units of equipment or control facility are to be ingaled, constructed or established in an
identical manner on the same premises; provided that, said identica units may, as a group, be listed on one
gpplication but that identical units subsequently added shal require a separate Notice and Application;
provided aso, that, the owner has the option to give notice and apply for approval of a process with a
detailed inventory of contaminant sources and emissions related to said process.

300.4 Where work for which aNotice of Congtruction isrequired, is commenced, or is performed prior to

making application and receiving gpproval, the Control Officer may assess an investigation fee, in addition to
the fees of Section 324.2. The investigation fee shal be assessed in an amount equa to three times the plan
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examination fees identified in Section 324.2. Payment of the fees does not relieve any person from the

requirement to comply with the regulaions nor from any pendties for failure to comply.
Sate effective;  11/13/94, EPA effective:  12/26/95

SECTION 301 - INFORMATION REQUIRED FOR NOTICE OF CONSTRUCTION AND
APPLICATION FOR APPROVAL, PUBLIC NOTICE, PUBLIC HEARING

301.1 Each Notice of Congtruction and Application for Approva for the congtruction, ingtallation, or
establishment of anew air contaminant source as described above shal be accompanied by a set of plans
which show and describe the equipment and control facility, its location, and function.

301.2 The proposed meansfor the prevention or control of the emissons of air contaminants and will
provide dl known available and reasonable methods of emisson control.

301.3 Each Notice of Congruction and Application for Approva shal be signed by the applicant or owner
who may be required to submit evidence of his authority.

301.4 The Board or Control Officer may, within 30 days of its receipt of such notice, request such other
information as deemed necessary in order to determine whether the proposed congtruction, instalation or
establishment, will be in accordance with applicable rules now or heresfter adopted by the Board or the
WDOE and will provide dl known, available and reasonable methods of emisson control.

301.5 A completed State Environment Policy Act Guiddines “Environmental Checklist” shdl be submitted
on forms provided by the Authority in accordance with Washington Administrative Code (WAC)
197.10.365 and Section 312 of this regulation, as apart of the required Notice of Congtruction and
Application for Approval.

301.6 The Authority shdl provide public notice prior to gpprova or denid of aNotice of Congruction if a
new or modified source will result in a Significant emissions increase as defined by WAC 173-400-030(67).
The public notice shdl provide for athirty day period to receive written comments. No find decison on any
Notice of Condtruction and Application for Approva until the comment period has ended and al comments
have been considered.

301.7 The applicant, any interested governmenta entity, any group, or any person may request a public
hearing within the thirty day period required by 301.6. Any request shdl indicate the interest of the entity
filing if and why ahearing iswarranted. The NWAPA may, in itsdiscretion, hold a public hearing if it

determines significant public interest exids.
Sate effective:  11/13/94, EPA effective: 12/26/95

SECTION 302 - ISSUANCE OF APPROVAL OR ORDER

302.1 If on basis of plans, specifications, or other information required pursuant to Section 301, the Board
determines that the proposed congtruction, ingtalation or establishment will be in accord with this Regulation,
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goplicable ar pollution control regulations of the DOE, laws of the State of Washington, and will provide dl
known available and reasonable methods of emission contral, it shal, within thirty (30) daysissue a
determination of whether the operation of the new air contaminant source at the location proposed will cause
any ambient air quality standard to be exceeded.

302.2 No gpprovad will be issued unless the information supplied as required by Section 301.1 of this
Regulation provides evidence to the Board or Control Officer that:

302.21 The equipment is designed and will be ingtalled to operate without causing
aviolation of applicable emisson standards.

302.22 The equipment incorporates advances in the art of air pollution control developed for the
kind and amount of ar contaminant emitted by the equipment.

302.23 The project shdl employ dl known, available, and reasonable air pollution control
technology for dl pollutants (BACT).

302.24 The project shdl not result in aviolation of any ambient air quaity standard for
criteriaar pollutants.

302.25 The project shdl not impact any Class | area or non-attainment area.
302.26 All State Environmenta Policy Act requirements have been fulfilled.

302.27 The project shdl comply with al gpplicable federdly mandated programs.
302.3 If the board determinesthat dl the requirements of Section 302.2 have been met an Order of
Approva shall beissued dong with any operating and reporting conditions that will ensure compliance with
al applicable air pollution standards. It shadl be unlawful for an operator of a source to not abide by the
operating and reporting conditions in the Order of Approva.

302.4 If the Board determines that the congtruction, ingtalation or establishment of anew air contaminant
source will not meet the emission standards or the ambient air andards or other prohibition established by
this Regulation, or will not provide al known available and reasonable means of emission control, the Board
shdl, within sixty (60) days of receipt of the “Notice of Congtruction and Application for Approva”, issue an
Order under Section 121 for the prevention of the construction, installation or establishment of the air
contaminant source or sources, and,

302.41 The Order shdl bein writing;

302.42 The Order shdl st forth the objections in detail with references to the specific

provisons of this Regulation and/or with other gpplicable rules and regulations st forth in
the WAC and laws of the State of Washington and emission standards that will not be met by the
proposed congtruction, ingtalation or establishment;
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302.43 The Order shdl be sgned by the Chairman of the Board.
302.5 Any order issued pursuant to this Section shdl become fina unless, no later than fifteen (15) days
after the date the Order is served pursuant to Section 121, the owner or gpplicant petitions for a
recong deration of the Order with reasons for the reconsderation.

302.52 If the petition of the owner or applicant be disapproved the owner or gpplicant may
petitio the Hearings Board within (30) days after receipt of Notice of Disgpprova and proceed
under the procedure as set forth in Section 122.
302.6 Failureto issue such an order or gpprova within the time prescribed herein shal be deemed a
determination that the congtruction, ingtalation or establishment may proceed, provided that it isin
accordance with the plans, specifications or other information, if any, required to be submitted. Such failure,
however, shdl not relieve any person from his obligation to comply with any emisson requirement, or with
any other provison of law.

302.7 Any Order of Approva issued under this Section shall be vaid for one year. If engineering and/or
congruction of any facility authorized under this Section has not commenced within one year from the date
of gpprova the Notice and Application is revoked and considered void. If the gpplicant can show evidence
that the magnitude of the congtruction project is such or delays have been encountered in the ddlivery of
equipment that congtruction cannot proceed within the one year limit, the Board may extend, for up to one
year, the time limit set under this Section, if it is determined that the project gill incorporates dl known,

available and reasonable air pollution control technology.
Sate effective;  11/13/94, EPA effective:  12/26/95

SECTION 303 - NOTICE OF COMPLETION - NOTICE OF VIOLATION

303.1 The owner or gpplicant shdl notify the Board or Control Officer when congtruction, ingtalation or
edtablishment is subgtantialy complete and dl air pollution control facilities have been inddled and the date
upon which operation will commence. The Board or Control Officer shal, within thirty days of receipt of
notice of completion, ingpect the congruction, ingallation, or establishment, and the Board or Control
Officer may issue aNotice o Violation if he finds that the congruction, ingdlation, or establishment is not in
accord with the plans, specifications, or other information submitted to the Authority, and will bein violation
of the emisson standardsin existence at the date the Order was issued.

303.2 Upon receipt of aNotice of Violation, the owner may apped said Order in accordance with the
provisions and procedures of Section 122.

303.3 Theissuance of gpprovd as provided by this Section of this Regulation shdl not relieve the owner of
the obligation to comply with the emission standards as adopted by this Authority or prevent the Board or

Control Officer from issuing such orders or violations as provided by Section 302.
State effective: 9/8/93, EPA effective: 4/24/95

SECTION 310 - APPROVAL TO OPERATE REQUIRED
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310.1 Before any article, machine, equipment, facility or other contrivance, the use of which may cause
emisson of air contaminants, may be operated or used, it must first be registered with this Authority under
this Section and written gpproval to operate secured from the Control Officer, unless specifically excluded
by Section 322. If a the end of not more than one year of operation of said air contaminant emission
source, the source meets the emisson requirements of this Regulation, then the emission source will be
registered under Section 320.

310.2 Inlieu of aformd regidration, any person operating a registerable air contaminant source within the
jurisdiction of the Authority for more than thirty (30) days, but less than two (2) years, may beissued a
Certificate of Approva to Operate by the Control Officer. Provided: that the Certificate of Approva to
Operate must be renewed annually.

310.3 Any Regidration, Certificate of Approva to Operate or Approva of Congiruction is subject to
review a the end of one year of operation of the facility. If inthat time, the facility or item which was
approved has not been implemented or other action taken towards operation and/or completion of the
project, any regigtration, Certificate of Approva to Operate or approva of Congtruction is revoked except
as otherwise provided in Section 302. The owner or applicant may refile at any time under the provisions of
this Section.

Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 320 -REGISTRATION REQUIRED

320.1 All exidting air contaminant sources within the jurisdiction of the Authority except any of the air
contaminant sources which are listed in Section 322, which is attached hereto and made a part hereof, as
now congtituted or as hereafter amended shal be registered by the Authority.

320.2 All new ar contaminant sources within the jurisdiction of the Authority shdl be registered by the
Authority within one year of the beginning of operation except as provided for in Section 310.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 321 -GENERAL REQUIREMENTSFOR REGISTRATION

321.1 Regidration shal include the following procedures. Any person operating or responsible for the
operation of an ar contaminant source that requires registration shal make reports containing information as
may be required concerning location, size and height of contaminant outlets, processes employed, nature of
contaminant emission and such other informeation asis relevant to air pollution and available or reasonably
capable or being assembled. The owner or agent of the source shall, upon request, submit the required
information.

321.2 A separate registration shal be required for each source of contaminant; provided that, an owner
need not have a separate regidtration for identica units of equipment or control facility ingtaled, dtered or
operated in an identical manner on the same process.
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321.3 Any registered source which ceases to operate any air contaminant source for one (1) year or more
or said source leaves the jurisdiction of the Authority, the source shal be consdered a new source and shall
submit a Notice of Construction and Application for Approva and receive approval from the Board prior to
resumption of operation or re-entry into the jurisdiction of the Authority. Provided, however, that those
registered sources specificaly designed and approved by the Control Officer as part of their origina “Notice
of Congruction and Application for Approva” shal be exempt from this subsection.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 322 - EXEMPTIONS FROM REGISTRATION

Excluson from regidtration does not absolve the owner, lessee, or hisregistered agent from dl other
requirements of the Regulation of this Authority. Exemption from registration does not apply to any control
facility or device required to be ingaled in order to meet the emisson and/or ambient sandards of this
Regulation.

322.1 Air conditioning or ventilating systems not designed to remove air contaminants generated by or
released from equipment.

322.2 Asphdt laying equipment.
322.3 Atmosphere generators used in connection with metal heet treating processes.
322.4 Blast cleaning equipment which uses a suspension of abrasvein liquid water.
322.5 Fud burning equipment, other than smoke house generators, which:
32251 Isused soldy for a private dwdling serving less than five families;
322.52 HasaBTU input of not more than 400,000 BTU/hour, provided that equipment burning
naturd gas or liquified petroleum gas (LPG) excdusively may excludedupto  2,5000,000
BTU/hour.
322.53 If used ail is burned the maximum heet input shall be less than 0.4 million BTU per hour (0.5
GJhr) provided that:
a. Theusad oil burned is either generated on site or received from
do-it-yoursdf oil changers, and
b. The used oil burned is not contaminated with added dangerous wastes.
322.6 Insecticide spray equipment, non commercidl.
322.7 Laboratory equipment used exclusvely for chemica or physcd andyses.

322.8 Laundry driers, extractors or tumblers used exclusvely for the removd of water from fabric.
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322.9 Portable equipment which is used within the jurisdiction of the Authority for less than thirty (30) days,
except asphdt plants, rock crushers, and sand blasting operations.

322.10 Sewing equipment.

322.11 Surface coating by use of aqueous solution or suspension.

322.12 Steam cleaning equipment used exclusvely for that purpose.
322.13 Storage tanks, reservoirs, or containers.

322.131 Of acagpacity of 6,000 gallons or less used for organic substances unless, in the opinion of
the Control Officer, Section 535 may be violated.

322.132 Of acapacity of 40,000 gdlons or less used for liquid fuelsincluding gasoline and
lubricating oils

322.133 Containing organic liquid mixtures whose True Vapor Pressureis equd to or lessthan 1.5
psiaunder actua storage conditions.

322.134 Containing liquids which are not vented to the atmosphere.

322.14 Vacuum producing devices used in laboratory operations, and vacuum producing devices which do
not remove or convey ar contaminants from one to another source.

322.15 Ventsused exclusvey for:
322.151 Sanitary or ssorm drainage systems.
322.152 Safety valves.
322.153 Storage tanks.

322.16 Washing or drying equipment used for products fabricated from metal or glass, if no volatile organic
materid is used in the process.

322.17 Wdding, brazing and soldering equipment unless the person operating such equipment otherwise
qudifies for registration.

322.18 Restaurants and other retail food preparing establishments.
322.19 Piping modifications on existing process units that result in increases in fugitive hydrocarbon
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emissons of lessthan 2.0 tons per year.

322.20 New emission units or activities with emissons below the following threshold levels
(& 5 tons per year of carbon monoxide;
(b) 2 tons per year of nitrogen oxides,
() 2tons per year of sulfur oxides;
(d) 2tons per year of volatile organic compounds (VOC);
(e) 0.75 tons per year of PM-10 (as defined in WAC Chapter 173-400-030(53)
(f) 0.03 tons per year of lead;
(9) Threshold levels for Hazardous Air Pollutants as defined in WAC Chapter 173-401-531.

Sate effective;  11/13/94, EPA effective:  12/26/95

SECTION 323 - CLASSES OF REGISTRATION

323.1 All ar contaminant sources registered by this Authority shdl be dassified in one of the following
classes based upon uncontrolled emissions of air contaminants to the atmosphere.

323.11 CLASSA - All ar contaminant sources with potentia uncontrolled annua emissons usudly
in excess of 50 tong/year shall be classified as CLASS A sources. The regidration of dl
CLASS A sourcesis subject to review annualy.

323.12 CLASSB - All ar contaminant sources with potentia uncontrolled annua emissons usudly
between 10 and 50 tons/year shdl be classified as CLASS B sources. The regidration of
al CLASSB sources will be subject to review at the discretion of the  Control Officer.

323.13 CLASS C - All ar contaminant sources with potentia uncontrolled annua emissons usudly
less than 10 tons/year shall be classified as CLASS C sources. The  registration of 11 CLASSC
sources will be subject to review at the discretion of the Control Officer.

323.14 SPECIAL CLASSD - All sourceswhichin and of themsdvesarenot air ~ contaminant
sources per se, but distribute, sell or make available for sdeto the genera public or other
dedlers within the jurisdiction of the Authority, solid, liquid, or gassous  fuel (which create emisson
to the atmosphere) shdl be classified as CLASS D sources. ALL CLASS D sources may be
required to submit an annud report of the type and quantity of fuel sold on forms provided by the
Control Officer a atime sdected by the Control Officer.

323.15 CLASSG - All gasoline stations ingtaled or recongtructed after January 1, 1990 and all
gasoline gations with atota annua gasoline throughput greater than one million three
hundred twenty-five thousand liters (350,000 gdlons)

323.16 SPECIAL CLASSI - All incinerators approved by the Authority under Section 510 and
not Classfied in CLASS A or B herein shdl be classified asa CLASS| source. Thisclass
aso includes wood waste burners under Section 458 and other incinerators ~ which may come
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under the Regulation of this Authority. ALL CLASSI sourceswill be subject to review at the
discretion of the Control Officer.

323.17 SPECIAL CLASSO - All ar contaminant sources whether or not they would be
otherwise classfied under this Regulation which have an actua or potentia odor problem associated
with their operation may be classfied asa CLASS O source. ALL CLASSO sources will
be subject to review at the discretion of the Control Officer.

323.18 SPECIAL CLASS S- All ar contaminant sources which are unique and because of
gpecid circumstances cannot be adequately classfied esewhere shdl be classfiedas CLASS S
sources. ALL CLASS S sources are subject to review at the discretion of the Control Officer.

323.19 CLASST - All ar contaminants sources with potential uncontrolled annud~ emissons
usually less than 10 tons/year of any compound listed in WAC 173-460 Sections 150 and 160, or
CAA Section 112 (b), shdl be classified as T sources. Theregistration of all CLASS T sources will
be subject to review at the discretion of the Control Officer.

323.2 Any regigered source which is classfied in CLASS A, B, or C under this Regulation may petition the
Control Officer for achange in regigtration classfication to alower class under the following conditions:

323.21 Theregidrants shal show that the lower classfication is more gpplicable to their particular
Stuation and that they consstently meet the emission and ambient air sandards and any other
prohibitions and requirements for their new class.

323.22 The regigrants shdl control their emissons in accordance with this regulation.

323.3 Intermittent sources which vary in total emissions proportionately according to the amount of time
they operate annudly shall be extrapolated and their classification determined on their estimated rate of

annud emissons as if they were operating on afull time basis throughout the yeer.
Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 324 -FEES

324.1 Annual Registration Fees. Before the Control Officer may register any article, machine,
equipment, facility, control facility, or other contrivance, the use of which islikely to cause the emisson of ar
contaminants or a variance be granted and under the jurisdiction of this Authority, an annud regigtration fee
shdl be paid to the Authority a atime and in such amanner as herein set forth and as may be determined by
the Board.

324.11 Sourcesclassfied asdass“A”, Class“B”, Class“G”, Class“1”, Class*O” and

Class“T” asdefined in Section 323, and holders of each Variance issued by NWAPA,

shdl, upon natification by the Control Officer, pay the Authority an annua registration fee on or
before January 1 of each year in accordance with the following schedule except that any new source
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which has paid aNotice of Congtruction filing fee and plan, examination and ingpection fee shal not
be required to pay an additiona regigtration fee during that same cadendar year.

324.111 All Class“A” Regigtered Sources

Standard Type Annual
Industrial Registration Fee
Classification

Number (SIC)

2911 Petroleum Refinery $6,000
2999 Petroleum Coke Caciner $3,000
3241 Cement Manufacturing $3,000
3334 Primary Production of Aluminum $3,000
2611 Pulp & Paper Mills $3,000
2819 Sulfuric Acid Manufacturing $2,750
2812 Alkdies & Chlorine Manufacturing $2,200
2430 Veneer Plywood Manufacturing $1,500
3323 Iron & Sted Foundries $4,000
3295 Olivine Rock Processing $1,500
4953 Refuse Incineration Facilities $3,000
2818 Chemicd Processing Plants $2,500
9711 Nationa Security Establishments $2,500
4911 Coal Fired Power Plants $6,000

Cogeneration Plants
4911 Peak Load $2,000
4911 Base Load $4,000
4923 Pipeline Compressors $1,500
-------- Any other Type Not Listed $1,500
324.112 All Class“B” Registered Sources $400
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324.113 All Class“O" Registered Sources $400
324.114 All Class*1” Registered Sources with combustion rate in [bs/hour:

324.1141 50 or less Ibs/hour of any waste materids  $150
324.1142 51 to 100 Ibs’hour of any waste materids $250
324.1143 101 - 999 lbs/hour of any waste materids  $500

324.115 All other classes of registered sources shdl pay aone time registration fee at the
time of registration. $100

324.116 Holders of each Variance issued by the Authority under Section 350 of this
Regulation (Annud Fee) $500

324.117 Theannud regidration fee of afacility that includes more than one air
contaminant source classfied as Class“A”, Class“B”, Class“C’, Class“G”, Class“I”, or
Class“T" a the same generd location and under the same manager, shal pay the full fee for
the primary source, as determined by the Control Officer, and fifty percent (50%) of the fee
for each of the other sources subject to an annud registration fee.

324.118 All Class“G” Registered Sources $100

324.119 All Class“T" Registered Sources $100

324.120 The Authority shal collect interim fees to cover operating permit program
development cogts. The feeswill be assessed to dl sourcesin the jurisdiction that emit one
hundred tons or more of aregulated pollutant. A regulated pollutant is defined in Section
502 (b) of the Federal Clean Air Act Amendments of 1990. Fees shadl be based on
emissons determined in the most recent emissons inventory. The cogts shdl be determined
by aworkload analysis done by the Authority and approved by the Board. The fees shdl be
collected beginning fiscal year 1994.
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324.122 Upon assessment by the Authority, fees are due and payable and shall be deemed
delinquent if not fully paid within 90 days. Any source that fails to pay afeeimposed under
Section 324 within 90 days of the due date shall be assessed a late pendty in the amount of
50 percent of the fee. Thislate penalty shall be in addition to the fee assessed under Section
324.
324.2 Notice of Condruction, Variance Filing, Plan Examination, evauation and/or ingpection fee. The
following fees shdl be paid by an applicant for processing a Notice of Construction and Application for
Approval, pursuant to Section 300.1 or a Variance pursuant to Section 350, before the Board will take any
action approving or denying said gpplication.

324.21 A $100.00 filing fee and in addition, the plan examination and ingpection fee st forth in
Section 324.22. One filing fee and plan examination, evauation and ingpection fee shdl be paid for
identical units, except when a separate examination, evaluation or ingpection is required for each
identica unit.

324.22 Item - Plan, Examination, Evauation, and Inspection Fee

324.221

Fue burning eguipment in million BTU/HR Input Heat Ingtalation Fue Change
Capacity

Lessthan 5 $150 $50

5 or more but less than 10 $400 $100

10 or more but less than 20 $750 $200

20 or more but less than 50 $1,500 $400

50 or more but less than 100 $4,000 $750
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100 or more but less than 250 $10,000 $1,000
250 or more but less than 500 $15,000 $3,000
More than 500 $20,000 $5,000

324.222 Other in Cubic Feet Per Minute (CFM-Design) from equipment, such as, but not

limited to, cyclones, bag filters, eectrodtatic precipitators and wet scrubber.

L ess than 5,000 $200
5,000 or more but less than 20,000 $400
20,001 or more but |ess than 50,000 $1,000
50,001 or more but less than 100,000 $2,000
100,001 or more $5,000

324.223 Incinerators - Combustion rate in Ibs’hours (Design)

Refuse Incinerator - Ibs’hour
500 Ib/hour or less $1,000
500 or more but less than 1,000 $3,000

Solid Waste Combustion - tons/day
250 or less $20,000
greater than 250 $40,000

324.224 Sorage Tanks- Gdlons

6,000 or more but less than 40,000 $200
40,000 or more but less than 100,000 $400

100,000 or more but less than 500,000 $750
500,000 or more $1,200
324.225 Other -

Gasoline Stations $100
Odor Source $500
Not Classified above $200
324.226 Air Toxics Screening $200

324.227 Order of Approva Modification 25% of Origind permit fee

324.228 Public Hearing for Order of Approva $500
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324.229 Voluntary Emisson Reduction
(WAC 173-400-091) $100

324.23 Environmental Policy Guidéines

324.231 Threshold Determination. For every environmenta checklist the NWAPA
reviews when it is Lead Agency, the gpplicant shdl first pay NWAPA afee of $100.00
prior to undertaking the Threshold Determination by the responsible officia of NWAPA

324.232 If the Authority decides it must prepare an Environmenta Impact Statement (EIS)
in order to comply with the State Environmenta Policy Act of 1971 before taking any action
on aNotice of Congruction, the cost of preparing, publishing, and distributing an EIS at a
cost per hour rate for Authority staff time based upon actua cost as determined by the
Control Officer and such other expenses as mutually agreed upon by the gpplicant and the
Control Officer including consulting services, testing, reproduction, distributing, etc., shal be
paid by the gpplicant.

324.24 Should apublic hearing or public notice be required or deemed necessary by the Board on
any proposed action by an applicant, said applicant shal reimburse the Authority for the actua
publication cost of any required lega notice of such public hearing.

324.25 “Bubble’ and “Emisson Reduction Credit”

A $250.00 application and processing fee shal be paid for each application for a“Bubble’” made
pursuant to RCW 70.94.155 and WAC 173-403-060, and an “Emission Reduction Credit” (ERC)
made pursuant to WAC 173-403-070.

Sate effective;  11/13/94, EPA effective:  12/26/95
SECTION 325 - TRANSFER

325.1 A regidration, gpprova to congruct, operate or use any article, machine, equipment, facility or other
contrivance, the use of which may cause emission of air contaminants, shall not be transferable, whether by
operation of law or otherwise, either from one location to another, from one piece of equipment to another,
or from one person to another. Provided that, registered sources which are designed to be portable from
one location to another may retain the same registration so long as they remain within the jurisdiction of the
authority.

Sate effective: 9/8/93, EPA effective: 4/24/95
SECTION 340 - REPORT OF BREAKDOWN AND UPSET
340.1 If abreskdown or upset condition occurs which resultsin or may have resulted in the emisson and/or

ambient air quaity standard established by the Regulation of this Authority being exceeded, the owner or
operator of the source shal take the following actions:
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340.11 The upset or breakdown shdl be reported as promptly as possible and in no event later
than twelve (12) hours to the Authority.

340.12 The person responsible shdl, upon the request of the Control Officer, submit afull report
within ten (10) days including the known causes, corrective messures taken, and preventive
measures to be taken to minimize or diminate a recurrence.
340.2 Compliance with the requirements of this section does not relieve the owner or operator of the
source from the responghility to maintain continuous compliance with dl the requirements of this Regulation
nor from the resulting ligbilities for failure to comply.

340.3 1t shdl be primafacie evidence of violation of this Regulation if any control equipment or other
equipment creating emissions to the aimaosphere is turned off, broken down or otherwise inoperative, and a
notice of breakdown has not been filed under Section 340.1.

Sate effective;  11/13/94, EPA effective: 12/26/95
SECTION 341 - SCHEDULE REPORT OF SHUTDOWN OR STARTUP

341.1 If the operator of any air contaminant source registered or operating under a Certificate of Approva
to Operate, issued by the Authority, schedules atotal or partia shutdown or startup of control or process
equipment which may result in emissons or any additional emissons to the amaosphere which may
temporarily exceed the emission sandards of this Regulation; the operator or owner of the source shdl notify
the Authority prior to the shutdown or startup.

341.2 Prompt notification shal be made and in no event less than twenty-four (24) hours before the
scheduled shutdown or startup. The operator or owner of the source shal submit a genera schedule of
seps to be taken to minimize the release of air contaminants to the atmosphere including the reasons for and
duration of the proposed shutdown or startup, the nature of the action to be taken, the date and time for the
action and an estimate of the anticipated rate and concentration of emission.

341.3 Compliance with the requirements of this section does not relieve the owner or operator of the
source from the respongbility to maintain continuous compliance with the requirements of this Regulation nor

from the resulting ligbilities for fallure to comply.
Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 342 - OPERATION AND MAINTENANCE

342.1 All ar contaminant sources are required to keep any process and/or air pollution control equipment
in good operating condition and repair. If a breakdown or upset condition occurs and it is determined by the
Control Officer to be due to poor operating and maintenance procedures, the Control Officer may take any
legd steps necessary to prevent arecurrence of the breakdown or upset condition.

342.2 Operation and maintenance ingtructions and schedules for process and/or control equipment must be
available and may be required to be posted on the site. This section is specifically applicable to the operation
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of equipment where untrained personne may operate or otherwise have access to or use the equipment.

342.3 If abreakdown or violation occurs and is due to the improper operation or maintenance of
equipment, the owner or operator of the source will, in addition to filing areport of breakdown under
Section 340, submit areport if requested by the Control Officer on what measures will be taken in training

or re-orienting personnel to prevent a recurrence of the breakdown.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 360 - TESTING AND SAMPLING

360.1 Any person operating or using any article, machine, equipment or other contrivance for which this
Regulation requires registration shal provide and maintain such sampling and testing facilities as specified in
the approval to construct or the registration to operate.

360.2 Before an gpprova to congtruct or aregistration or certificate to operate is granted, the Control
Officer may require the owner or gpplicant to provide and maintain such facilities as are necessary for
sampling and testing purposes and perform such tests as are necessary in order to secure information that
will disclose the nature, extent, quaity or degree of air contaminants discharged into the atmosphere from the
article, machine, equipment or other contrivance described in the notice of construction, or application for
registration or certificate to operate. In the event of such arequirement, the Control Officer shdl notify the
gpplicant in writing of the required sze, number and location of sampling ports; the Sze and location of the
sampling platform, and the utilities for operating the sampling and testing equipment and the tests to be
performed. The platform, access and utilities shal be constructed and maintained in accordance with the
rules and Regulations of the State Department of Labor and Industries and other applicable State and Local

Regulations, rules and ordinances.
State effective: 9/8/93, EPA effective: 4/24/95

SECTION 365 - MONITORING

365.1 Any person operating aregistered air contaminant source or a certificate to operate may, at any time,
be required to monitor the ambient air, process emissions or conduct emission tests as deemed necessary by
the Control Officer under the following provisons:

365.11 The Board or Control Officer may require any person operating any source to conduct a
monitoring program on Site or adjacent off dte for emissions, ambient air concentrations or any other
pertinent specid studies deemed necessary.

365.12 All monitoring data shall be submitted in aform which the Board or Control Officer may
require. Averaging time and collection periods will be determined by the Control Officer. Failure to
record and/or report data as pecified in the "Guiddines for Industrid Monitoring Equipment and
Data Handling" may be cause for aNotice of Violation to be issued.

365.13 All dataand records shdl be kept for aperiod of at least one year and made available to
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the Control Officer upon request.

365.14 All instruments used to monitor compliance or for speciad studies must meet appropriate
EPA performance specifications (40 CFR 60, Appendix B) and shdl be calibrated and maintained
in accordance with the “ Guiddines for Industriad Monitoring Equipment and Data

Handling” procedures approved by the Control Officer.

365.15 The Control Officer may take such samples and make any tests and investigations deemed
necessary to determine the accuracy of the monitoring reports and tests submitted to the Authority,
and evduate the vadidity of the data. The owner or operator may also be required by the Control
Officer to take a sample using an approved procedure and submit the results thereof within a
reasonable period of time.

365.16 The Board or the Control Officer may require additional reasonable monitoring be

undertaken at any gppropriate time to insure compliance with this Regulation.
Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 366 - INSTRUMENT CALIBRATION

366.1 Any person operating an ambient ar or emission monitoring instrument may be required to caibrate
sad indrument as required by the Control Officer under the following provisons:

366.11 All monitors must be accurate within the limits and tolerances described in Table | of this
subsection when compared to an Authority maintained and cdibrated instrument or standard, which
measures the same pollutant.

366.12 All monitoring instruments must be operated, maintained and calibrated as pecified in the
"Guiddinesfor Industrid Monitoring Equipment and Data Handling" and/or specific operating and
maintenance procedures issued or approved by the Control Officer.

366.13 The Authority may, at any time, require that any monitoring instrument be compared to the
Authority's ingrument or other standard approved by the Control Officer.

366.14 If amonitoring ingtrument is not within the acceptable limits and tolerances, as  described in
Table| of this subsection, al data collected by the instrument between the date of cdlibration
and the previous date of cdibration may be consdered invdidanda  Notice of Violation may be
issued. If evidence shows when and where an instrument exceeded the limits and tolerances
edtablished in Table |, the Control Officer may accept  data collected prior to that date. No data
will be accepted as vaid until the user instrument is cdlibrated successfully as provided in 366.11 and
366.12 of this subsection.

366.15 An audit of amonitoring system may be conducted by the Authority, a any time, without
prior notification.
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366.16 All user instruments will be operated and calibrated on a scale range approved by the
Control Officer. No data will be accepted from instruments on scale ranges other than those
approved by the Control Officer. Provided: that, data from instruments that have automatic range
change devices may be accepted if the user can demondtrate that the val ues obtained are within the
tolerances provided in Table I. All tolerances will be based on the scale designated by the Control
Officer asthe primary or base scae.
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TABLE |

POLLUTANT

INSTRUMENT TOLERANCE

Sulfur Dioxide

(Whichever is greater ambient) +/- 0.005
ppm or +/- 10%

Tota Suspended Particulate

Flow Rate of 1.13 -1.70 m3/min. +/- [0%
(percent difference)

Continuous Emisson Monitoring Systems

Cdibration Drift Vdues

Pollutant Diluent Twice the applicable drift specified in
Appendix B, 40 CFR 60

Opeacity + 2% opacity

Audit Performance Criteria

Cylinder Gas Audit (CGA) +15%

Rdative Accuracy Audit (RAA)

Whichever is greater +/- 15% or 7.5% of
Standard

Rdative Accuracy Test Audit (RATA)

Whichever is greater </- 20% or 10% of
Standard.

Sate effective: 9/8/93, EPA effective: 4/24/95

STANDARDS

SECTION 400 - AMBIENT AIR STANDARDS - FORWARD

400.1 Intheinterest of the people within the jurisdiction of the Authority, it is the objective of the NWAPA
to obtain and maintain the cleanest air possible, consstent with the highest and best practicable control
technology.

400.2 In the areas where existing concentrations of air contaminants are lower than concentrations alowed
by the standards enumerated bel ow, degradation of the atmosphere should be minimized. The highest and
best practicable control technology should be applied to al sources unlessit is specificaly determined that
lesser technology isjudtified. Ambient air sandards are set at levels which, according to latest knowledge,

will not cause damage to hedlth, plants or animals or degrade materids.
State effective: 9/8/93, EPA effective: 4/24/95

SECTION 401 - SUSPENDED PARTICULATE STANDARDS (PM-10)
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401.1 The concentration in the ambient air of particulate matter with an aerodynamic diameter of less than
ten (10) microns (PM10) shall not exceed:

401.11 One hundred and fifty (150) micrograms per cubic meter of air asa24 hour  average
more than once a yesar.

401.12 Ffty (50) micrograms per cubic meter of ar as an annud arithmetic mean.

401.2 Sampling and analysis for suspended particulates shal be conducted according to the method
outlined in Section 180.

Sate effective; 9/8/93, EPA effective: 4/24/95
SECTION 410 - SULFUR OXIDE STANDARDS

410.1 It shdl be unlawful for any person to cause or permit sulfur oxides to be emitted into the ambient air,
caculated as sulfur dioxide, measured a an ambient air monitoring station averaged over the specified time
periods to exceed:

410.11 2096 micrograms per cubic meter (eight-tenths (0.800) ppm by volume) for any five
(5) minute average, not to be exceeded more than once per year.

410.12 1048 micrograms per cubic meter (four-tenths (0.400) ppm by volume) average for
any one (1) hour not to be exceeded more than once per year.

410.13 655 micrograms per cubic meter (twenty-five one hundredths (0.250) ppm by
volume) average for any one (1) hour not to be exceeded more than two (2) timesin any
consecutive seven (7) days.

410.14 260 micrograms per cubic meter (one-tenth (0.100) ppm by volume) average for any
one day (24 hours), not to be exceeded more than once per year.

410.15 53 micrograms per cubic meter (two-one hundredths (0.020) ppm by volume)
average for any one (1) year (annud arithmetic mean).

410.2 Sampling and andlysis to determine compliance with this Regulation shal be as outlined in Section
180 or equivalent as approved by the Control Officer or the WDOE.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 420- CARBON MONOXIDE STANDARDS
420.1 Carbon monoxide measured a an ambient air monitoring station shall not exceed:

420.11 10 milligrams per cubic meter (9.0 ppm) eight (8) hour average concentration  more than
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once per year a any location where people would be exposed to such concentration for eight (8)
hours or more.

420.12 40 milligrams per cubic meter (35.0 ppm) one (1) hour average concentration more than
once per year.

420.2 Sampling and anadlyss to determine compliance with this Section shdl be as outlined in Section 180

or equivaent as determined by the Control Officer.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 422 - NITROGEN OXIDE STANDARDS

422.1 Nitrogen Dioxide. The annud arithmetic means of nitrogen dioxide measured a an ambient air
monitoring station shall not exceed: 100 micrograms per cubic meter (0.050 ppm).

422.2 Sampling and anadlysis for nitrogen oxides shdl be as outlined in Section 180.

Sate effective; 9/8/93, EPA effective: 4/24/95
SECTION 424 - OZONE STANDARD

424.1 Ozone measured a an ambient air monitoring station shal not exceed 0.120 ppm (235 milligrams per
cubic meter) hourly concentration on more than one (1) day per caendar year as determined under the
following conditions.

424.11 Three (3) cdendar years of datashal be used in determining compliance with this standard.
If three (3) calendar years of data are not available, a minimum of one (1) caendar year must
be used and;

424.12 All hourly measurements must sart on the clock hour.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 450 - EMISSION STANDARDS - FOREWORD
450.1 The Authority recognizes the need for accurate source air contaminant data when attempting to
corrdate ground level concentrations with source emissons or when caculating the expected ground level

concentrations.

450.2 Since accurate determination of the required datais a complex process, procedures for obtaining
such data should be developed from the emission regulation set forth herein.

450.3 In exercisng judgement regarding possible ground level concentrations from stack emisson data,
three desirable dements are:

450.31 Source emission rate data obtained by actua measurement.
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450.32 A mathematicd modd of the community diffuson Stuation.

450.33 Vduesfor parameters of the modd.
450.4 The Authority may develop emission standards for pollutants presently not being emitted in the area
of jurisdiction to serve as guides for industries consdering locating here. These are to be based on the best

control experience dsawhere in the nation and congstent with latest technologica achievements.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 451 - EMISSION OF AIR CONTAMINANT - VISUAL STANDARD

451.1 No person shal cause or permit the emission, for any period aggregating more than 3 minutes in any
1 hour, of an ar contaminant from any source which, at the point at emisson, or within areasonable distance
of the point of emission, exceeds 20% opacity except as follows:

451.11 When the owner or operator of a source supplies vaid data to show that the opacity isin
excess of 20% as aresult of the presence of condensed water droplets, and that the concentration of
the particulate matter, as shown by a source test approved by the Control Officer, islessthan
0.10 (0.23 g/m3) grain/dscf.

451.12 When an emisson occurs due to soot blowing and/or grate cleaning for not more than
15 minutes in any 8 hours period provided a continuous opacity measuring system and recorder is
installed, and operated as required and approved by the Control Officer to record said
emissions, or the owner or operator of the source can demondtrate to the satisfaction of the Control
Officer, by some other means of record, that the limitations of  this Section will not be exceeded.

451.13 Emissonsfrom awood waste burner during:

451.131 One startup period not to exceed 30 consecutive minutesin any consecutive 24
hour period.

451.132 Thirty consecutive minutes in any 8 hour period during bresk and lunch periods,
provided that the emissions do not exceed 60% opecity for a period of more than 6
consecutive minutes. Provided further, that the operator takes immediate action to correct
the condition.

451.14 Emissonsfrom exigting petroleum cataytic cracking units shal not exceed 40% opacity for
more than an aggregate of 6 minutesin any 1 hour.

Sate effective: 11/13/94, EPA effective:  12/26/95
SECTION 452 - MOTOR VEHICLE VISUAL STANDARDS

452.1 No motor vehicle first sold and registered as a new motor vehicle on or after January 1, 1971 shal
discharge into the atmosphere, off the public roadways, at eevations of less than three thousand feet, any air
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contaminant for a period of more than ten seconds which is in excess of 20% opacity.

452.2 No non-highway mobile source manufactured, or registered or licensed, if gpplicable, after January
1, 1971 as anew source shdl discharge into the atmosphere any ar contaminant in excess of the
requirements of 452.1.

452.3 No motor vehiclefirst sold and registered prior to January 1 1971 shdl discharge into the
atmosphere off the public roadways a eevations of |ess than three thousand feet any air contaminant for a
period of more than ten seconds which isin excess of 40% opacity.

452.4 No non-highway mobile source manufactured or registered or licensed prior to January 1, 1971 shdll
discharge into the atmosphere any air contaminant in excess of the requirements of 452.3.

Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 455 - EMISSION OF PARTICULATE MATTER

455.1 No person shdl cause or permit emission of particulate matter in excess of 0.10 grain/dry standard
cubic foot (dscf) (0.23 g/m3) (combustion emissions shal be corrected to 7% O2) except:

455.11 From dl gaseous and ditillate fud burning equipment, emissions shdl not exceed 0.05
grain/dscf (0.11 g/m3) corrected to 7% oxygen.

455.12 From existing sources utilizing combustion of wood for the production of steam, no person
shdl alow or permit emission of particulate matter in excess of 0.20 gran/dscf (0.46 g/m?3)
corrected to 7% oxygen, as measured by procedures specified by the Control Officer.

455.13 From dl exiging petroleum cataytic cracking units emissions shdl not exceed 0.20
grain/dscf (0.46 g/m3) of exhaust gas as corrected to 7% oxygen.

455.14 Wood waste burners shal meet the provisions of Section 458.2.

455.2 Information regarding particulate size digtribution may be required at the discretion of the Control
Officer.

Sate effective: 9/8/93, EPA effective: 4/24/95
SECTION 458 - INCINERATORS - WOOD WASTE BURNERS
458.1 All wood waste burners are required to meet the following conditions:

458.11 Visud emission of air contaminants from al wood waste burners shal meet the applicable
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provisions of Section 451.

458.12 All persons shdl use Best Available Control Technology (BACT) in ingtdling, maintaining,
and operating wood waste burners. This requirement shall include a controlled tangentia vent
over-fire ar system, an adequate under-fire air system, and the eimination of al unnecessary
openings in the burner.
458.2 It shdl be unlawful to cause or permit the emisson of particulate maiter (including smoke) from any
wood waste burner, which moves beyond the property owned or controlled by the owner or operator of
sad burner, in sufficient quantity and of such characteristics and duration asis or islikely to be injurious or
cause damage to human hedth, plant or animd life or property, or which unreasonably interferes with the
enjoyment of property.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 460 - WEIGHT/HEAT RATE STANDARD - EMISSION OF SULFUR
COMPOUNDS

460.1 It shal be unlawful for any person to cause or dlow the emisson of sulfur compounds, caculated as
sulfur dioxide, from any source to exceed the following:

460.11 All plant sources are limited to an emission not to exceed 1.5 pounds of sulfur dioxide per
million BTU of input heat per hour.

460.12 All sources not defined as plant sources may be exempt from subsection 460.11 of this
Regulation under the following conditions

460.121 That such exemption is not in excess of thirty (30) daysin the aggregate in any
caendar year.

460.122 That the owner or operator notify the Control Officer immediately when such
exemption is contemplated, or as soon as possible after an emergency has occurred,
indicating the expected length of time of such exemption and when normd operations have
been resumed.

460.123 That the Control Officer or Board may require from the owner or operator any
additional information deemed necessary to determine conditions of the proposed exemption
and any impose additiona restrictions or conditions on the exemption if it is determined that
Section 410 and/or 462 may be violated and/or other applicable ambient air sandards
exceeded.

460.2 All plant sources shdl submit a proposed schedule of compliance with this Section not less than one
hundred and eighty (180) days &fter the effective date of this Regulation providing the following:

460.21 The heat capacity of the entire plant source, the average heat output andthe  capacity and

NWAPA SIP - Federally Approved Rules 48



norma operating conditions of each individua source which shall be submitted, reviewed and
determined annudly at atime and using a method determined by the Control Officer.

460.23 Any new plants or dterations to exigting plants shdl be required to use Best Available
Technology which has been adequately demonstrated to achieve compliance with this regulation.

460.3 All plant sources shdl submit amonitoring proposa and monitoring schedule within one hundred and
twenty (120) days of the effective date of this Regulation. Each proposal shal include.

460.31 At least one recording meteorologica station equipped to record wind speed and direction
and located and operated as approved by the Control Officer. The data shall be capable of being
recorded and interpreted as hourly averages.

460.32 The sulfur content and quantity of al materids, gaseous or liquid, fed to any boilers,
furnaces, hegters, flares or any other facility capable of generating heet, resulting in emissonsto the
atmosphere. The sulfur content shall be expressed in pounds’hour of sulfur dioxide and shal contain
an explanation of how this quantity was actudly determined. The sulfur content of the fud shall be
averaged over a period of time as determined and specified by the Control Officer.

460.33 The sulfur content and quantity of any other individua source capable of emitting sulfur to
the atmosphere in quantities in excess of one hundred (100) pounds/day of sulfur compounds
caculated as sulfur dioxide. Provided that dl sources emitting less than one hundred (100)
pounds/day of sulfur compounds, calculated as sulfur dioxide may be estimated collectively asa
single emission.

460.34 The monitoring proposa complies with provisions of Section 365.

460.4 For the purposes of this Regulation, al sources with an input heat capacity greater than five hundred
million BTU/hour shdl be classfied as plant sources.

460.5 Thetota emissions of al sources located in that portion of Sections 2, 3, 4, 5, 9, Township 34 North
and Sections 21, 27, 28, 29, 32, 33, 34, 35, in Township 35 North, Range 2 East, Willamette Meridian, al
in Skagit County Washington, and commonly known as March Point heavy indudtrid areg; shdl not exceed
seven thousand (7,000) pounds/hour of sulfur compounds, calculated as sulfur dioxide.

When the Control Officer reasonably believes that there exists a substantid likelihood thet thistotd islikely
to be exceeded, he or she shdl establish additiona temporary restrictions on any or al sources of sulfur
compounds in said areato maintain atotal emission of less than seven thousand (7,000) pounds’hour. Said
regtrictions to remain in force only so long asthe total emission will exceed 7,000 pounds/hour.

460.6 Emissons from flares, torches and waste gas burners used by any source subject to this Section shall
be governed by the provisons set forth in this Section. Provided that emissions from said sources that
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exceed the limits established by the Regulation of this Authority, shal aso be subject to Section 340 "Report

of Breakdown" when conditions set forth therein are applicable.
Sate effective; 9/8/93, EPA effective: 4/24/95

SECTION 462 - EMISSION OF SULFUR COMPOUNDS

462.1 1t shdl be unlawful for any person to cause or permit the emission of ar contaminants from any
equipment if the air contaminants emitted as measured in the stack contain sulfur compounds caculated as
sulfur dioxide, of more than one thousand (1,000) parts per million (2.62 mg/m3), except as otherwise
provided by a specific emission restriction adopted by this Authority and/or the DOE. For the purpose of
this section, dl sulfur present in gaseous compounds containing oxygen shal be deemed present as sulfur
dioxide,

462.2 Emissions of sulfur compounds calculated to be in excess of 1,000 parts per million (2.62 mg/m3) a
any emission point, shal not condtitute a violation of Section 462.1 of this Regulation, provided such person
responsible for the emission provides reasonable evidence that such emissons will not cause ground level
concentrations on adjacent property to exceed the valuesindicated in Section 410 of this Regulation, and
can demongtrate to the Control Officer there is no practical method of reducing the concentration to the
above levelsor less.

462.3 All concentrations of sulfur dioxide referred to in this Section are on a volumetric dry basis. For

combustion emissions, the exhaust gas volume shall be corrected to 7% oxygen.
Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 466 - PORTLAND CEMENT PLANTS

466.1 It shal be unlawful for the owner or operator of any portland cement plant to cause or dlow to be
discharged into the aimosphere from:

466.11 Any sources any emisson which:

466.111 Contains particulate matter in excess of 0.60 pounds/ton (0.3kg/metric ton) of dry
feed to the kiln.

466.112 Contains particulate matter in excess of 0.1 grains per dry cubic foot of exhaust
gas.

466.113 Exhibit grester than 20% opacity for a period(s), aggregating more than 3 minutes
in any hour.

466.12 Any source any emission which does not meet the provisions of Section 530 and 550.
These sections will be deemed to have been violated if the suspended particulate ambient sample
concentration exceeds 100 micrograms per cubic meter of air at any sampling station located off the
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plant ste and the Control Officer, after investigation of pertinent data, including meteorologica data,
determines if there is reasonable probability that the particulate emissions from the source resulted in
the 100 microgram/cubic meter concentration being exceeded.

466.2 The owner or operator of any portland cement plant shall:

466.21 Record and report the daily production rates, kiln feed rates, fue type and rates and such
other information as the Control Officer may reasonably request.

466.22 Ingadl, calibrate, maintain and operate a transmisson meter or other opacity detector as
approved by the Contral officer to continuoudy monitor and record the opacity of the gasesto be
discharged into the amosphere from any kiln.

466.221 Report dl hourly periods in which there are one or more 3 minute periods during
which the opacity of the gas discharge to the atmosphere from any kiln exceeds 20%
466.3 Methods and procedures provided for in Sections 180, 360, 365 and 366, except as provided for in
this subsection, or determined equivaent by the Control Officer, shal be used to determine compliance.

466.31 GasAndyss.

466.331 The minimum sampling time and minimum sampling volume for each sampling run,
except when process variables or other factsjudtify otherwise to the satisfaction of the
Control Officer, shal be 60 minutes and 30.0 dscf (0.85 m3) for the kiln.

466.332 Totd kiln feed rate (except fuds) expressed in tons per hour on adry basis, shal
be determined during each testing period by suitable gpproved methods and shall be

confirmed by amaterid baance over the production system.
Sate effective; 9/8/93, EPA effective: 4/24/95

REGULATED ACTIVITIESAND PROHIBITIONS
SECTION 510 - INCINERATOR BURNING

510.1 It shdl be unlawful for any person to burn any refuse in any incinerator within the jurisdiction of the
Authority except in an approved multiple chamber incinerator or an equivaent design as defined in Section
200 and provided with an emission control facility or in equipment found by the Control Officer, in advance
of such use, to be equdly effective for the purpose of ar pollution control.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 520 - SULFUR COMPOUNDSIN FUEL

520.1 It shdl be unlawful for any person to burn, sal, or make available for sale for burning in fud burning
equipment, or refuse burning equipment, within the jurisdiction of this Authority, any fue containing aweight
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of sulfur in excess of that allowed by Subsection 520.11, 520.12, 520.13, 520.14 and 520.15. hereof; for a
time period not to exceed an aggregate of thirty (30) daysin any twelve(12) month period.

520.11 Didillate fue oil classfied as Grade No. 1 (ASTM designation: D396-69) shall contain
three tenths percent (0.3%) or less sulfur by weight.

520.12 Didillate fue oil classified as Grade No. 2 (ASTM Designation: D396-69) shal contain
five-tenths percent (0.5%) or less sulfur by weight.

520.13 All other grades or kinds of fud ail intended for usein fue oil burning equipment including
ASTM Designation: D396-69 Grades No. 4, 5, and 6 shal contain two percent (2.0%) or less
sulfur by weight.

520.14 Gaseous fud shdl contain 50 grains (412 ppm @ standard conditions) or less sulfur per
100 standard cubic feet except that this subsection shall not apply to those sources subject to
Section 460.

520.15 Solid fuel (such as, but not limited to, cod, coke, and refuse) shdl contain two percent
(2.0%) or less sulfur by weight.

Sate effective: 9/8/93, EPA effective: 4/24/95
SECTION 550 - PREVENTING PARTICULATE MATTER FROM BECOMING AIRBORNE

550.1 It shdl be unlawful for any person to cause or permit materid to be handled, transported or stored
without using Best Available Control Technology to prevent the release of fugitive particulate métter to the
ambient air.

550.2 It shdl be unlawful for any person to cause or permit abuilding or its gppurtenances or aroad to be
congtructed, atered, repaired or demolished, or conduct sandblasting, without using Best Available Control
Technology to prevent the release of fugitive particulate matter to the ambient air.

550.3 It shdl be unlawful for any person to cause or permit untreated open areas located within a private lot
or roadway to be maintained without using Best Available Control Technology to prevent the release fugitive
of particulate matter to the ambient arr.

550.4 1t shdl be unlawful for any person to cause or permit the emission of particulate matter which
becomes deposited upon the property of othersin sufficient quantities and of such characteristics and
durdion asis, or islikely to be, injurious to human hedth, plant or animd life, or property, or which
unreasonably interferes with enjoyment of life and property.

Sate effective: 9/8/93, EPA effective: 4/24/95

SECTION 560 - STORAGE OF ORGANIC LIQUID
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560.1 A person shdl not place, store or hold in any stationary tank, reservoir or other container of more
than 40,000 gdlons, any petroleum liquids or atank greater than 6,000 gallons capacity or greater
containing other organic liquids or solvents having a True V apor Pressure of 1.5 pounds per square inch or
greater under actua storage conditions, unless such tank, reservoir or other container is a pressure tank
maintaining working pressure sufficient at al timesto prevent hydrocarbon vapor or gaslossto the
atmosphere, or is designed and equipped with one of the following vapor loss control devices, properly
ingalled, in good working order and in operation:

560.11 A floating roof, conssting of a pontoon type or double-deck type roof, resting on the
surface of the liquid contents and equipped with a closure sedl, or sedls, to close the space between
the roof edge and tank wall. The control equipment provided for in this paragraph shdl not be used
if the gasoline or petroleum ditillate has a True Vapor Pressure of 11.1 pounds per square inch or
greater under actud storage conditions. All tank gauging and sampling devices shdl be gas-tight
except when gauging or sampling is taking place.

560.12 A vapor recovery system, consisting of a vapor gathering system capable of collecting the
hydrocarbon vapors and gases discharged and a vapor disposal system capable of processing such
hydrocarbon vapors and gases S0 as to prevent their emission to the atmosphere and with dl tank
gauging devices gas-tight except when gauging or sampling is taking place.

560.13 Other equipment of equd efficiency, provided such equipment is submitted to and gpproved
by the Control Officer.

Sate effective; 9/8/93, EPA effective: 4/24/95
SECTION 580 - VOLATILE ORGANIC COMPOUND CONTROL

580.1 The Board of Directors has noted the measurement of 0zone concentrations (one hour ave.) nearing
the Federd ambient standard at the northern and southern boundaries of the NWAPA jurisdiction. The
expanding population and the presence of four large refineries contribute volatile organic compound (V OC)
emissions to the aamosphere. Photochemicaly reactive VOCs are precursors to ozone formation. In order to
maintain the current attainment status for ozone, the Board has adopted specific measures to control VOC
emissons. Reasonable Available Control Technology (RACT) isrequired for existing refinery operations,
gasoline marketing, and in the use of cutback asphat. RACT is defined as the lowest emission limit that a
particular source is cagpable of meeting by the gpplication of control thet is reasonably available consdering
technologica and economic feasihility. Best Available Control Technology for VOC will be required on dl
NEw SOUrCes.

SECTION 580 - DEFINITIONS
BOTTOM LOADING - meansthefilling of atank through a submerged fill line.

BULK GASOLINE PLANT - means a gasoline storage and transfer facility that receives more than ninety
percent of its annua gasoline through put by transport tank, and reloads gasoline into trangport tanks. See
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a0 "gasoline gation” and "gasoline loading termindl.”

CERTIFIED VAPOR RECOVERY SYSTEM - meansastage Il vapor recovery system which has
been certified by the Caifornia Air Resources Board.

CLOSED REFINERY SYSTEM - means adisposa system that will process or dispose of those VOC
collected from another system.

CUTBACK ASPHALT - means an asphalt that has been blended with more than seven percent petroleum
didtillates by weight.

DISPOSAL SYSTEM - means a process or device that reduces the mass quantity of the uncontrolled
VOC emissons by at least ninety percent.

GASOLINE - Means a petroleum ditillate having a true vapor pressure greater than 28.0 kilopascas
(kPa) (4 pounds per square inch absolute -p.s.i.a.) - at 20 degrees Celsius (20 C) temperature, that isa
liquid at standard conditions of 102.9 kPa (14.7 ps) and 20 C, and is used as afuel for internal combustion

engines.

GASOLINE STATION - means any facility digpensaing gasolineinto fue tanks of motor vehicles, from
dationary storage tanks. See a0 "bulk gasoline plant” and "gasoline loading termind.”

GASOLINE LOADING TERMINAL - means agasoline transfer facility that receives more than ten
percent of its annua gasoline throughput solely or in combination by pipeline, ship or barge, and loads
gasoline into trangport tanks. See aso "bulk gasoline plant” and "gasoline Sation.”

LEAK FREE - meansaliquid lesk of lessthan four drops per minute.

PETROLEUM REFINERY - meansafacility engaged in producing gasoline, kerosene, didtillate fud ails,
resdua fud ails, lubricants, agphdt, or other products by didtilling crude oils or redidtilling, cracking,
extracting or reforming unfinished petroleum derivetives.

PROCESS UNIT - means dl the equipment essentia to a particular production process.

PROPER ATTACHMENT FITTINGS - means connecting hardware for the attachment of fuel transfer
or vapor lines which meets or exceeds industrid standards or specifications and the stlandards of other
agencies or inditutions responsible for hedlth and safety.

REID VAPOR PRESSURE - meansthe true vapor pressure of volatile organic compounds at 37.8
degrees Celsius (100 degrees Fahrenheit) temperature.

STAGE |1 - means gasoline vapor recovery during motor vehicle refueling operations from stationary tanks.
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SUBMERGED FILL LINE - meansapipe, tube, fitting or other hardware for loading liquid into a tank
ether a discharge opening flush with the tank bottom; or with a discharge opening entirely below the lowest
normal operaing drawoff level or that level determined by aliquid depth two and one hdf timesthefill line
diameter when measured in the main portion of the tank, but not in sumps or similar protrusions.

SUBMERGED L OADING - meansthefilling of atank with a submerged fill line.

SUITABLE CLOSURE or SUITABLE COVER - means adoor, hatch, cover, lid, pipe cap, pipe blind,
vave or smilar device that prevents the accidental spilling or emitting of VOC. Pressure relief valves,
aspirator vents or other devices specifically required for safety and fire protection are not included.

TRANSPORT TANK - means a container with a capacity greater than one thousand liters (260 galons)
used for transporting gasoline, including but not limited to, tank truck, tank trailer, railroad car, and metdlic
or nonmetalic tank or cell conveyed on aflatbed truck, trailer or railroad car.

THROUGHPUT - means the amount of materia passing through a fecility.

TRUE VAPOR PRESSURE - means the equilibrium partid pressure of an organic liquid (determined with
methods described in American Petroleum Ingtitute Bulletin 2517, "Evaporation Loss from FHoating Roof
Tanks," 1962).

TURNAROUND or PROCESSUNIT TURNAROUNDS - means the shutting down and starting up of
process units for periodic mgor maintenance and repair of equipment, or other planned purpose.

UPGRADED - means the replacement or modification gasoline storage tank(s) and/or piping system(s) that
exceeds 50% of the replacement cogt.

VAPOR BALANCE SYSTEM - means acombination of pipes or hoses which create a closed system
between the vapor gpaces of an unloading tank and receiving tank such that the vapors displaced from the
recaiving tank are transferred to the tank being unloaded.

VAPOR BALANCING - means use of avapor baance system.

VAPOR RECOVERY SYSTEM - means a process which prevents emission to the aimosphere of volatile
organic compounds released by the operation of any transfer, storage, or process equipment.

VOLATILE ORGANIC COMPOUND or VOC - means an hydrocarbon or derivative of hydrocarbon
that has a vapor pressure greater than 0.01 Kpa (0.002 psia) at atemperature of 20 C and pressure of
102.9 Kpa (14.7 ps). Excluded compounds are methane, ethane, methylene chloride, 1,1,1-trichloroethane
(methyl chloroform), trichlorofluoromethane (CFC-11), dichlorodifluoromethane (CFC-12),
chlorodifluoromethane (CFC-22), trifluoromethane (FC-23), trichlorotrifluoroethane (CFC-113),
dichlorotetrafluoroethane (CFC-114), and chloropentafluoroethane (CFC-115).
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WAXY, HEAVY POUR CRUDE OIL - meansacrude oil with apour point of 10 C or higher
(determined by the American Society for Testing and Materias Standard D97-66, "Test for Pour Point of
Petroleum Qils").

SECTION 580.2 - PETROLEUM REFINERIES

580.21 This section shdl apply to dl petroleum refineries with acrude oil or feed stock capacity grester
than three hundred eighteen thousand liters (2,000 barrels) per day.

580.22 It shdl be unlawful for any person to cause or alow the disposd of VOC from the vacuum
producing systems covered under this subsection except asfollows:

580.221 Noncondensable VOC shall be piped to an appropriate firebox, incinerator or to a closed
refinery system.

580.222 Hot wells associated with contact condensers shdl be tightly covered and the collected
VOC introduced into a closed refinery system.
580.23 It shdl be unlawful for any person to cause or dlow the operation of a wastewater separator with
annua VOC emissions estimated by the Authority to exceed 25 tons, when such operation does not comply
asfallows

580.231 Wadtewater separator forebays shall incorporate a floating pontoon or fixed solid cover
with al openings seded totaly enclosing the compartmented liquid contents, or a floating pontoon or
a double deck-type cover equipped with closure sedl's between the cover edge and compartment
wall. Collected vapors shdl not be discharged to the atmosphere.

580.232 Accessesfor gauging and sampling shdl be designed to minimize VOC emissions during
actua use. All access points shdl be closed with suitable covers when not in use.
580.24 It shal be unlawful for any person to cause or alow a process unit turnaround which does not
comply with the following conditions:

580.241 The VOC contained in a process unit to be depressurized for turnaround shdl be
introduced to a closed refinery system, combusted by aflare, or vented to adisposal system

580.242 The VOC pressure in a process unit following depressurization for turnaround shdll be less
than five pounds per square inch gauge (psig) before venting to the ambient air.

580.243 The owner or operator shal keep arecord of each process unit turnaround not in
compliance with 580.242.

580.244 The owner or operator shal keep arecord of each process unit turnaround listing the date
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the unit was shut down, the estimated vessel VOC concentration when the VOC was firgt emitted,
and the estimated tota quantity of VOC emitted.
580.25 Equipment for the reduction, collection or disposa of VOC shdl be maintained and operated in a
manner commensurate with accepted industrial practices.

SECTION 580.3 - HIGH VAPOR PRESSURE VOLATILE ORGANIC COMPOUND STORAGE
TANKS

580.31 This section shall gpply to al tanks except as noted in Section 580.35 of this section which store
volatile organic compounds with atrue vapor pressure as stored greater than 10.5 kilopascals (kPa) 1.5
pounds per square inch (psia), but lessthan 77.7 kPa (11.1 psa) at actua monthly average storage
temperatures and have a capacity greater than one hundred fifty thousand liters (40,000 gdlons).

580.32 It shdl be unlawful for any person to cause or dlow storage of volatile organic compounds as
gpecified in Section 580.31 unless each storage tank or container:

580.321 Mests the equipment specifications and maintenance requirements of the Federa
Standards of Performance for New Stationary Sources -Storage Vessels for Petroleum Liquids (40
CFR 60, subpart Kb); or

580.322 Isretrofitted with afloating roof or internd floating cover usng ametalic sed or a
nonmetalic reslient sed a least meeting the equipment specifications of the Federd standards
referred to in 580.321 of this subsection, or its equivaent; or
580.323 Isfitted with afloating roof or internd floating cover meeting the manufacturer's equipment
gpecificationsin effect when it was ingtaled.
580.33 All sedls used with equipment subject to this section are to be maintained in good operating
condition and the sedl fabric shal contain no vishle holes, tears or other openings.
580.34 All openings not related to safety are to be sealed with suitable closures.

580.35 Tanks used for the storage of gasoline in bulk gasoline plants and equipped with vapor baance
systems as required in 580.52 shal be exempt from the requirements of this section.

580.36 All tanks storing volatile organic compounds with atrue vapor pressure greater than 77.7 Kpa
(12.1 psia) shdl be equipped with a vapor recovery system

SECTION 580.4 - GASOLINE LOADING TERMINALS

580.41 Section 580.42 shdl gpply to dl gasoline loading terminals with an annua gasoline throughput
greater than twenty-seven million three hundred thousand liters (7,200,000 gallons).

580.42 It shal be unlawful for any person to cause or dlow the loading of gasoline into any trangport tank
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unless dl the following conditions are met:

580.421 Theloading termind shall employ submerged loading or bottom loading and be equipped
with avapor control system.

580.422 All loading lines and vapor lines shdl be equipped with vapor-tight fittings which close
automatically upon disconnect. The point of closure shdl be on the tank side of any hose or
immediate connecting line,

580.423 All vapor return lines shal be connected between the transport tank and the vapor control
system such that al displaced volatile organic compounds are vented to the vapor recovery system.

580.424 The vapor control system shall prevent the emission of at least 90 percent by weight of the
volatile organic compounds and shal limit the emission of volatile organic compounds to no more
than 35 milligrams per liter of gasoline trandferred. Compliance shdl be demongrated biannialy by
conducting emission testing according to EPA Method 25 or another method approved by the
Control Officer. Thirty days advance notification is required.

580.425 The vapor control system shall be equipped with an gppropriate alarm system to dert
personnel when the system is not in compliance with 580.424. Prior approval by the Control Officer
isrequired.

580.426 All loading arms shdl be designed, maintained and operated to prevent overfill, prevent

fugitive liquid or vapor leaks, and prevent excess gasoline drainage during disconnect in accordance
with the requirements of 580.10.

SECTION 580.5 - BULK GASOLINE PLANTS
580.51 Section 580.5 shdl gpply to al gasoline bulk plants.
580.511 It shdl be unlawful for any person to cause or dlow the storage of gasoline in tanks with a
capacity of two thousand one hundred liters (550 gallons) or greater unless such storage isin tanks
mesting the following conditions:
580.5111 Each storage tank shdl be equipped with a submerged fill line.

580.512 It shdl be unlawful for any person to cause or adlow transfer of gasoline between a storage
tank and atrangport tank except under the following condition:

580.5121 All transport tanks shdl be submerged filled or bottom |oaded.

580.52 Section 580.52 shdl gpply to dl bulk gasoline plants with an annua gasoline throughput grester than
seven million six hundred thousand liters (2,000,000 gallons).
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580.521 It shdl be unlawful for any person to cause or alow the storage of gasolinein tanks with a
capacity of two thousand one hundred liters (550 gallons) or greater unless such storage isin tanks
mesting the following conditions:

580.5211 Each storage tank shall be equipped for vapor balancing of gasoline vapors with
trangport tanks during gasoline transfer operations.

580.5212 The vapor linefittings on the storage tank side of break points with the transport
tank vapor connection pipe or hose shal be equipped to close automaticaly upon planned
or unintentional disconnect.

580.5213 The pressure relief valves on storage tanks shall be set at the highest possible
pressure consistent with local and state codes for fire and safety.

580.522 Except as provided in 580.523 of this section, it shal be unlawful for any person to cause
or dlow the trandfer of gasolineinto or out of any trangport tank at abulk gasoline plant unless said
trandfer isin compliance with the following conditions:

580.5221 The transport tank shal be equipped with the proper attachment fittings to make
vapor-tight connections for vapor baancing with storage tanks; and

580.5222 The vapor linefittings on the trangport tank side of break points with the storage
tank connection pipe or hose shdl be equipped to close automatically upon planned or
unintentional disconnect; and

580.5223 The pressure relief valves on trangport tanks shall be set at the highest possible
pressure consistent with local and state codes for fire and safety.

580.523 The vapor line fittings on the storage tank side of break points with the trangport tank
vapor connection pipe or hose shdl be equipped to close automatically upon planned or
unintentional disconnect.

580.5231 The transport tank is used exclusively for the ddlivery of gasoline into storage
tanks of afacility exempt from the vapor ba ance requirements of 580.6; and

580.5232 The transport tank has atotal capacity less than fifteen thousand liters (4,000
gdlons) and is of a compartmented design and congtruction requiring the ingtdlation of four
or more separate vapor baance fittings.

580.524 The pressure relief valves on storage tanks shdl be set a the highest possible pressure
consgtent with local and state codes for fire and safety.

580.5241 Theloading of dl transport tanks, exempted under 580.523 of this section, shdl

NWAPA SIP - Federally Approved Rules 59



be performed such that at least ninety percent by weight of the gasoline vapors displaced
during filling are prevented from being released into the ambient air; providing that emissions
from pressure relief valves shal not be included in the controlled emissons. Thisemisson
limitation will be met by vapor balancing in compliance with al provisons of this section.

580.525 It shdl be unlawful for any person to cause or dlow continued transfer of gasoline a any
transfer point following occurrence of falure or leskage in any part of the vapor baance system,
provided that occurrence of failure or leakage during loading or unloading of atrangport tank shall
not prevent the complete loading or unloading of the tank.

580.526 It shdl be unlawful for any person to cause or permit the operation of abulk gasoline plant
or atrangport tank without taking reasonable necessary measures to prevent the spilling, discarding
in sewers, storing in open containers or handling of gasoline in amanner on the plant Ste that will
result in evaporation to the ambient air.

580.53 Except as provided in 580.54 of this section, it shal be unlawful for any person to cause or alow
the trandfer of gasoline into or out of any trangport tank at a bulk gasoline plant unless sad transfer isin
compliance with the following conditions:

580.531 Thetrangport tank shal be equipped with the proper attachment fittings to make
vapor-tight connections for vapor balancing with storage tanks; and

580.532 The vapor line fittings on the transport tank side of bresk points with the storage tank
connection pipe or hose shdl be equipped to close automatically upon planned or unintentiona
disconnect; and

580.533 The pressurerdief vaves on trangport tanks shall be set at the highest possible pressure
consgtent with local and state codes for fire and safety.
580.54 Transport tanks used for gasoline shal be exempt from the requirement to be equipped with any
attachment fitting for vapor baance lines, provided the following conditions are met:

580.541 Thetrangport tank is used exclusively for the ddivery of gasoline into storage tanks of a
facility exempt from the vapor baance requirements of 580.6; and

580.542 Thetransport tank has atotal capacity less than fifteen thousand liters (4,000 galons) and
is of a compartmented design and congtruction requiring the ingtdlation of four or more separate
vapor baancefittings.
580.55 It shal be unlawful for any person to cause or alow transfer of gasoline between a storage tank and
atransport tank except under the following conditions:

580.551 Theloading of all trangport tanks, except those exempted under 580.54 of this section,
shdl be performed such that ninety percent by weight of the gasoline vapors displaced during filling
are prevented from being released into the ambient air; providing that emissons from pressure relief
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vaves shdl not be included in the controlled emissions. This emisson limitation will be met by vapor
baancing in compliance with al provisons of this section.
580.56 It shal be unlawful for any person to cause or dlow continued transfer of gasoline a any transfer
point following occurrence of failure or leskage in any part of the vapor balance system, provided that
occurrence of fallure or leskage during loading or unloading of atransport tank shall not prevent the
complete loading or unloading of the tank.

580.57 It shdl be unlawful for any person to cause or permit the operation of abulk gasoline plant or a
transport tank without taking reasonable necessary measures to prevent the spilling, discarding in sewers,
gtoring in open containers or handling of gasoline in amanner on the plant Site that will result in evaporation
to the ambient air.

SECTION 580.6 - GASOLINE STATIONS
580.61 Section 580.62 shdl apply to:

580.611 All gasoline stations in existence on January 1, 1990 with atotad annua gasoline output
greater than one million three hundred sixty-four thousand liters (360,000 gallons) and totd gasoline
storage capacity grester than thirty-eight thousand liters (10,000 gallons) and

580.612 All gasoline stations ingtalled or recongtructed after January 1, 1990.
580.62 It shdl be unlawful for any person to cause or dlow the transfer of gasoline from any trangport tank
into any stationary storage tank except as provided in 580.63 of this section unless the following conditions
aemet:

580.621 Such gtationary storage tank is equipped with a permanent submerged fill pipe and
approved vapor recovery system, and

580.622 Such transport tank is equipped to balance vapors and is maintained in a vapor-tight
condition in accordance with Section 580.10 and

580.623 All vapor return line are connected between the trangport tank and the stationary storage
tank and the vapor recovery system is operating.
580.63 Notwithstanding the requirements of 580.61 of this regulation, the following stationary gasoline
storage tanks are exempt from the requirements of 580.62:

580.631 All tankswith a capacity less than seven thousand five hundred liters (2,000 galons)
ingtaled before January 1, 1990.

580.632 All tanks with offset fill linesingtaled before January 1, 1990.

580.633 All tankswith a capacity less than one thousand liters (260 gdlons).
580.64 It shal be unlawful for any person to cause or dlow the transfer of gasoline from a stationary tank
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into amotor vehicle fud tank except as provided in 580.65 of this section unless the following conditions are
met:

580.641 The gasoline station shdl be equipped with a certified Stage 11 vapor recovery systems.

580.642 The owner or operator of the gasoline station shal not dlow the transfer of gasoline from
gationary tanks into motor vehicle fud tanks unless a certified State 11 vapor recovery sysemis
used.

580.643 All Stage |1 vapor recovery equipment shall be maintained in accordance with the systems
certification requirements and shal be maintained to be lesk free, vapor tight, and in good working
order.

580.644 Whenever a Stage || vapor recovery system is determined to be defective, the owner or
operator shall take the system out of service until it has been repaired, replaced, or adjusted, as

necessary.

580.645 The owner or operator of each gasoline tation utilizing Stage |1 vapor controls shall post
operating ingtructions for the system as referenced in WAC 173-491-40 (5),(f).

580.65 The following gasoline stations are exempt from the requirements of 580.64:
580.651 All gasoline gaionsin existence August 2, 1991 having an annua gasoline throughput less
than three million, one hundred and eighty-two thousand liters (840,000 galons).
580.652 All gasoline stations built after August 2, 1991 with anomina gasoline storage capacity of
thirty-seven thousand nine hundred liters (10,000 galons) or less.
SECTION 580.7 - CUTBACK ASPHALT PAVING
580.71 After June 1, 1990, it shal be unlawful for any person to cause or alow the use of cutback asphalt
in paving during the months of June, July, August and September, except as provided for in 580.72 of this
section.

580.72 The following paving uses and applications of cutback asphalts are permitted during al months of
the year;

580.721 Asa penetrating prime coat on aggregate bases prior to paving.

580.722 The manufacture of patching mixes used exclusvely for pavement maintenance and
needed to be stockpiled for timeslonger than one month.

580.723 All paving uses when the temperature during application isbelow 10 C (50 F).
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SECTION 580.8 - PETROLEUM REFINERY EQUIPMENT LEAKS

580.81 This section shdl apply to dl components handling volatile organic compounds & petroleum refinery
process units which utilize butane or lighter hydrocarbons as a primary feedstock. The process units shall
include akylation, polymerization, and light ends units.

580.82 It shdl be unlawful for any person to cause or alow the operation of a petroleum refinery unless
such person:

580.821 Develops and conducts a monitoring program cons stent with the provisions of 580.84 of
this Section.

580.822 Records dl lesking components which have aVVOC concentration greater than 10,000
ppm and places a weatherproof tag bearing an identification number and the date the lesk was
located on each leaking component;

580.823 Corrects and retests the leaking component, as soon as practicable, but not later than
fifteen days after the leak isrecorded. If aleak continues after dl reasonable corrective actions have
been taken, then the component shall be repaired or replaced on the next scheduled turnaround;

580.824 Identified dl leaking components that cannot be corrected until the refinery unit is shut
down for turnaround.

580.83 It shdl be unlawful to ingal or operate a sample point a the end of a pipe or line containing VOC
unlessthe pipe or line is sealed with a second suitable closure. Exceptions to this requirement are the ends
of apipe or line connected to pressure relief valves, aspirator vents or other devices specifically required to
be open for safety protection. The sedling device shal be removed only when a sample is being taken or
during maintenance operations.

580.84 The owner or operator of a petroleum refinery shal conduct a monitoring program according to
EPA reference method 21 and consstent with the following provisons:

580.841 Monitor al pump sedls, pipdine vavesin liquid service and process drains yearly;

580.842 Monitor al compressor sedls, pipdine vaves in gaseous service and pressure relief valves
in gaseous service quarterly;

580.843 The source may petition the Control Officer to relax the frequency of monitoring from
quarterly to annually. The source must show three consecutive quarterly  results showing alegk rate
of less than two percent for individua process units. If annua monitoring results indicate alesk rete
greater than two percent, the source will be required to comply with 580.842

580.844 Visudly monitor al pump seals weekly;
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580.845 Monitor any dripping pump sed immediately;

580.846 Visudly inspect any reief valve within twenty-four hours after it has vented to the
atmosphere; and

580.847 Monitor immediately after repair any component that was found leaking.
580.85 Pressurerdief devicesthat are connected to an operating flare header, vapor recovery device,
inaccessible valves, storage tank vaves and vaves that are not externdly regulated are exempt from the
monitoring requirements of this Section.

580.86 The owner or operator of a petroleum refinery shal maintain alesking component monitoring log
that shdl contain, at a minimum, the following:

580.861 The name of the process unit where the component is located;
580.862 Thetype of component;

580.863 The tag number of the component;

580.864 The date on which aleaking component is discovered;
580.865 The date on which aleaking component is repaired;

580.866 The date and instrument reading of the recheck procedure after aleaking component is
repaired
580.867 A record of the cdibration of the monitoring insrument;
580.868 A record of those leaks that cannot be repaired until turnaround;
580.869 Thetotd number of components checked and the total number of components found
leaking. Caopies of the monitoring log shal be retained for aminimum of two years after the date on
which the record was made or the report prepared.
SECTION 580.9 - HIGH VAPOR PRESSURE VOLATILE ORGANIC COMPOUND STORAGE
IN EXTERNAL FLOATING ROOF TANKS
580.91 This section shdl gpply to dl VOC storage vessdls equipped with externd floating roofs, having
capacities greater than 150,000 liters (40,000 gdlons). Compliance with this section shall be achieved by
December 31, 1999.
580.92 This section does not gpply to storage vessals that:
580.921 Are used to store waxy, heavy pour crude ail;
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580.922 Have capacities less than 1,600,000 liters (420,000 gallons) and are used to store
produced crude oil and condensate prior to lease custody transfer;

580.923 Contain avolatile organic compound with atrue vapor pressure of lessthan 10.5 kPa (1.5
psia);

580.924 Contain avolatile organic compound with atrue vapor pressure less than 27.6 kPa (4.0
psia), are of welded congtruction, and presently possess a metallic-type shoe sedl, aliquid mounted
foam sedl, aliquid-mounted liquid fill type sedl, or other equivaent closure device approved by the
Control Officer; or

580.925 Are of welded congtruction, equipped with a metallic-type shoe primary sed and have a
shoe-mounted secondary sedl.
580.93 It shdl be unlawful for any person to store a volatile organic compound in avessd subject to this
section unless the vessdl has been fitted with a rim-mounted secondary sed or an equivaent closure device
approved by the Control Officer.

580.94 All sedlsor closure devices required by 580.93 shdl meet the following requirements:.
580.941 There must be no visible holes, tears, or other openingsin the sedl or sedl fabric;

580.942 The sed shdl be intact and uniformly in place around the circumference of the floating roof
between the roof and the tank wall; and

580.943 For vapor mounted primary sedls, the accumulated area of gaps exceeding 0.32 cm (1/8
inch) in width between the secondary seal and the tank wall shall not exceed 21.2 cm2 per meter of
tank diameter (1.0 in 2 per foot of tank diameter).
580.95 All openingsin the externd floating roof, except for autometic bleeder vents, rim space vents, and
leg deaves dl be:

580.951 Equipped with covers, sedls, or lidsin the closed position except when the openings arein
actud use, and

580.952 Equipped with projectionsinto the tank which remain below the liquid surface at dl times.

580.96 Automatic bleeder vents shdl be closed at dl times except when the roof is floated off or landed on
the roof leg supports;

580.97 Rim vents shall be set to open when the roof is being floated off the leg supports or & the
manufacturer's recommended setting;

580.98 Emergency roof drains shdl be provided with dotted membrane fabric covers or equivaent which
cover at least ninety percent of the area of the opening.
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580.99 Routine ingpections shdl be performed asfollows:
580.991 Conduct asemi-annual visud ingpection of the secondary sedl gap;

580.992 Meaaure the secondary sedl gap annudly if the floating roof is equipped with a
vapor-mounted primary sedl; and

580.993 Maintain records of the types of petroleum liquids stored, the maximum true vapor
pressure of the liquid as stored, and the results of any ingpections performed for period of two years
after the date on which the record was made.

580.994 A person proposing to measure the sedl fit of a storage vessdl in order to comply with this
section shdl notify the Control Officer of the intent to measure not less than five working days before
the measurement so the Control Officer may at his option observe the measurement.

580.100 It shdl be unlawful for any person to store a volatile organic compound in avesse with an
externd floating roof exempted from this section by 580.924, but containing a volatile organic
compound with atrue vapor pressure greater than 10.5 kPa (1.5 psia) unless records of the average
monthly storage temperature, the type of liquid and the maximum true vapor pressure of such liquids
are maintained.
SECTION 580.10 - LEAKSFROM GASOLINE TRANSPORT TANKSAND VAPOR
CONTROL SYSTEMS

580.101 This Section shal gpply to al gasoline transport tanks and al facilities subject to 580.4, 580.5, and
580.6 of the Northwest Air Pollution Authority Regulation beginning January 1, 1991.

580.102 It shdl be unlawful for any person to cause or alow the transfer of gasoline between afacility
subject to the requirements of this Section and a gasoline transport tank unless a current leak test
certification for the trangport tank is on file with the facility or avaid ingpection sticker is digplayed on the
vehicle

580.103 It shdl be unlawful for any person to cause or dlow the use of any transport tank for the transfer
or gasoline at afacility subject to the requirements of this Section, unless the tank:

580.1031 Isleak tested annualy in accordance with 580.105; and 580.1032. Either displaysa
dicker or carries a certificate which:

(a) showsthe date the tank last passed the lesk test; and

(b) showsthe identification number of the tank; and

580.1032 Either displays a sticker or carries a certificate which:

(a) showsthe date the tank last passed the lesk test; and
(b) showsthe identification number of the tank; and
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580.1033 Isloaded and unloaded in such a manner that the concentration of gasoline vaporsis
below the lower explosive limit (expressed as propane) at al points a distance of 2.5 cm(1 inch) or
greater from any potentiad lesk source. Any transport tank which fails to meet the requirements of
this subparagraph shdl be repaired and retested in accordance with the provisions of 580.105 within
10 working days. The Control Officer shal be notified in writing within 5 days after the completion
of the required leak test.

580.104 It shdl be unlawful for any person to cause or dlow the operation of any facility subject to this

Section unless the vapor control system and the gasoline loading equipment is operated during al loading

and unloading of gasoline such that:

580.1041 The concentrations of gasoline vaporsis below the lower explogive limit (expressed as
propane) at al points a distance of 2.5 cm (1 inch) or greater from any potentid leak source; and

580.1042 There are no liquid leaks in excess of three drops per minute and there is no more than 10
ml of liquid drainage per disconnect.
580.105 In accordance with 580.114, the annual leak test required by 580.103 shall be performed
according to the procedures specified in EPA Reference Method 27. During the test each transport tank
shdl sugtain a pressure change of no more than 0.75 Kpa (3 inches of water) in five minutes when
pressurized to a gauge pressure of 4.5 Kpa (18 inches of water) and evacuated to a gauge pressure of 1.5
Kpa (6 inches of water) during the test.

SECTION 580.11 - SCOPE, REGISTRATION, REPORTING AND NOTICE OF
CONSTRUCTION

580.111 The owner or operator of a stationary emission source of VOC shdl notify the Authority and
register the source in compliance with Sections 300, 320, 321, 322,323,324.

580.112 The owner or operator of aregistered Sationary emission source of VOC shdl furnish, upon
request of the Control Officer, such data as the Agency may require to caculate the emission of the source
and evauate the emission control program; and such other data at times as may be required by the Control
Officer. The datashdl be supplied not later than (60) sixty days following the request, in aform and
according to ingtructions received from the Control Officer.

580.113 Ownersor operators of stationary emission sources of VOC, as defined in Section 580, shall
demonstrate compliance with these regulations, using procedures approved by the Control Officer. These
procedures shal comply with established EPA/DOE Reference Testing Methods. Where source sampling is
required, procedures shal be used as specified in Section 180 of the NWAPA Regulation.

580.114 The owner or operator of any source of VOC emissions subject to the provisions of Section 580
gl

580.1141 Inddl, operate, and maintain, process and/or control equipment, monitoring ingruments
or procedures as necessary to comply with paragraph 580.113 of this section; provided that use of
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Monitoring instruments or proceduresis required only as specified in EPA/DOE Documents cited in
subsection 580.113.

580.1142 Maintain, in writing, records and/or reports relating to monitoring instruments or
procedures which will, upon review, document the compliance status of the VOC emission source
or control equipment to the satisfaction of the Control Officer. Reports shall be forwarded to the
Control Officer as required by procedures cited in 580.113. For sources subject t0580.6 and
580.7, no records or reports are required.

580.1143 The provisions of the NWAPA Regulation regarding Notices of Congtruction shall apply
to new or atered VOC emission source, and no person shal congtruct, ingall, or establish anew or
dtered VOC emission source except in compliance therewith.

SECTION 580.12 - SCHEDULE OF COMPLIANCE DATES
580.121 Section 580 shal become effective throughout the Authority’ s jurisdictiona area upon adoption of

thissection. All VOC sources shdl be in compliance within a reasonable time but no later that the following
schedule unless otherwise Sated:

Petroleum Refineries December 31, 1993
Gasoline Terminals December 31, 1993
Bulk Gasoline Plants December 31, 1993
Gasoline Stations - Stage | December 31, 1993

Gasoline Stations - Stage 1

New or upgraded stations congtructed after August 2, 1991 shal comply upon completion of
congtruction.

Stations with an annua gasoline throughput greater than 1.2 million galons shal comply by no later
than May 1, 1994.

Stations with an annud gasoline throughput  greater than 840,000 gdlons, not previoudy required to
comply shal comply by no later than December 31, 1998.

Sate effective:  11/13/94; EPA effective: 12/26/95
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